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“Where Quality is a Standard, Not an Extra”

Proven Performance from the Industry Leader!
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ALL TANKS ARE MANUFACTURED TO EXCEED ASTM-1227 REQUIREMENTS
J /  PIPE SIZES AND LOCATIONS, ACCESS OPENINGS AND SIZES CAN BE ADJUSTED

website: wieserconcrete.com

Plant Information

Service Provided

Wieser Concrete Products, Inc.

HOME OFFICE
W3716 US Hwy 10, Maiden Rock, WI 54750 Sales
Phone: (715) 647-2311 ¢ (800) 325-8456 Manufacturing
Fax: (715) 647-5181 & Delivery
E-Mail: winkler@wieserconcrete.com
Wieser Concrete Products, Inc.
2815 Riley Road, Portage, WI 53901 Sales
Phone: (608) 742-4464 ¢ (800) 362-7220 Manufacturing
Fax: (608) 742-3769 & Delivery
E-Mail: lorih@wieserconcrete.com
Wieser Concrete Products, Inc.
N5561 Miranda Way, Fond du Lac, WI 54937 Distribution
Phone: (920) 922-3830 ¢ (800) 641-5937
Fax: (920) 922-1415
Wieser Concrete Products, Inc.
W7698 Hwy 70, Spooner, WI 54801 Sales &
Phone: (715) 635-8333 ¢ (800) 336-3416 Delivery
E-Mail: winkler@wieserconcrete.com
Wieser Concrete Products, Inc.
4419 Wagon Wheel Road, Roxana, IL 62024 Sales
Phone: (715) 647-2311 ¢ (800) 325-8456 Manufacturing
Fax: (715) 647-5181 & Delivery
E-Mail: dreww@wieserconcrete.com
Wieser Concrete Products, Inc.
Jordan, MN
Phone: (715) 647-2311 ¢ (800) 325-8456 Distribution
Fax: (715) 647-5181
E-Mail: winkler@wieserconcrete.com
Wieser Concrete Products, Inc.
MN Precast Industries
5480 142nd St. E., Rosemount, MN 55068 L
Distribution

Phone: (715) 647-2311 ¢ (800) 325-8456
Fax: (715) 647-5181
E-Mail: winkler@wieserconcrete.com
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WNESER concser

Click on Blue Model # to
view individual drawing.

STANDARD TANKS AT MAIDEN ROCK - SPOONER

(NON-Traffic up to 3,000 Gallon)

800-325-8456 Rev February 2024

MODEL # STYLE WISCONSIN | EXP.DATE | INLET | 3 YEAR | DIMENSIONS | LIQUID CAPACITY
eSLA PTO No: (INCHES) (GPD) (INCHES) (GALLONS/INCH)
SINGLE COMPARTMENT TANKS
W320-MR Septic, Pump, Siphon or Holding 022100010 February-26 46 1/2 153 4'-2" x 4'-2" 8.00
WLP750-MR Septic, Pump, Siphon or Holding 022100010 February-26 42 364 a7'-0" 20.28
WLP1000 Septic, Pump, Siphon or Holding 022100010 February-26 42 480 8-8" x 72" 27.83
W1250-MR Septic, Pump, Siphon or Holding 022100010 February-26 53 603 8-8" x 72" 26.81
WLP1250-MR Septic, Pump, Siphon or Holding 022100010 February-26 41 600 100 1/4" x 7'-0" 34.81
WLP1645-MR Septic, Pump, Siphon or Holding 022100010 February-23 43 789 122" x 70" 43.32
W1665-MR Septic, Pump, Siphon or Holding 022100010 February-26 57 800 9'-2" x 7'-9" 32.65
WLP2000-MR Septic, Pump, Siphon or Holding 022100010 February-26 43 970 13-8" x 80" 56.27
W2000-MR Septic, Pump, Siphon or Holding 022100010 February-26 53 966 127" x 7'-2" 42.92
W2500-MR Septic, Pump, Siphon or Holding 022100010 February-26 57 1184 1323 1/2" x 79" 49.46
WLP2250 - MN Septic, Pump, Siphon or Holding 022100010 February-26 40 N/A 153 1/4" x 85 1/4" 69.44
WLP2500¢ Septic, Pump, Siphon or Holding 022100010 February-26 43 1197 153 1/4" x 8-5 1/4" 69.44
W3000-MR Septic, Pump, Siphon or Holding 022100010 February-26 57 1440 15'-6" x 7'-9" 58.94
WLP3000* Septic, Pump, Siphon or Holding 022100010 February-26 50 1437 154" x 8'-6" 69.77
DRYWELL TANKS
W1300 - MR Drywell N/A N/A 55 Round o7-0" N/A
W2600 - MR Drywell N/A N/A 115 Round o7-0" N/A
MULTIPLE COMPARTMENT TANKS
W1000/600-MR Sg‘;‘;‘:@gf’;‘ﬁonsif“:é E‘i’:;pv 012100009 January-26 57 758 96 7/8"x 7-9" oo ((f,iﬁg':))
WLP700/300-MR Septic/Septic 012100009 January-26 42 N/A 88" x 72" 26.79
W840/500-MR Sg’;‘)f@g’l’;';onszf“l_fé Z‘ijr’:;p' 012100009 January-26 48 il 95 3/4" x 79" e ((’3332:':))
WLP1000/600-MR S??,';f.@?.ﬁ'ﬁonsift'.fé Z‘:r’]gp' 012100009 January-26 42 Z;? 126" x 7'-0" %‘_‘;2 iﬁiﬁﬁ',f))
WLP1000/850-MR | g e e heding 012100009 January-26 | 43 75 122X 70 7 00 (Pume)
WA1250/750-MR Sg‘;“')fgg’l’;fonsgf“l_fé Z‘ijr’]gp' 0012100009 January-26 53 ggg 121" x 72" ﬁgﬁg ((’333‘;:;))
WLP1200/800-MR Sggﬁf{gg’l’;ﬁofif“ﬁé Z‘::;p' 012100009 January-26 41 g?g 13-8" x 8-0" 32‘23 ((,SD‘Z‘;:;))
WLP1500/900 - N | SPIESIRT SEPIEELI 012100009 January-26 43 Na | 15-3 14" x 85 140 50 pe)
WLP1585/950* Sg’;gf{gg?;‘;onsgf“l_fé Z‘ijr’:;p' 012100009 January-26 45 1725183 153 3/8" x 85 3/8" 215'_?)(7) ((,SD‘Z‘;::))
WLP1800/1100* Sg’;gf{jg’l’;'ﬁonsif“l_fé Z‘ijr’:;p' 012100009 January-26 50 1289 154" x 86" 1180 ((’33‘3‘;:':))
HOLDING TANKS
WSLP2000 HOLDING"] Holding or Pump 022100070 February26 | 34 NA 154" x 86" 69.77
GREASE INTERCEPTORS
WLP1000-MR Grease Interceptor 42 N/A 8'-8" x 7'-2" 27.83
W1250-MR Grease Interceptor 53 N/A 8'-8" x 7'-2" 26.81
W2000-MR Grease Interceptor 53 N/A 12'-7" x 7'-2" 42.92
WLP2000-MR Grease Interceptor 43 N/A 13'-8" x 8'-0" 56.27
W2500-MR Grease Interceptor 57 N/A 13-31/2" x 7'-9" 49.46
W3000-MR Grease Interceptor 57 N/A 15'-6" x 7'-9" 58.94
WLP3000* Grease Interceptor 50 N/A 15'-4" x 8'-6" 69.77

*See the large tank section for drawings of these low profile tanks.

**Top number for septic/septic, bottom number for septic/pump.




WHESER corcser

Click on Blue Model # to
view individual drawing.

STANDARD TANKS AT PORTAGE - FDL (NON-Traffic up to 3,000 Gallon)

800-362-7220 Rev February 2024

WISCONSIN INLET 3 YEAR DIMENSIONS LIQUID CAPACITY
MODEL # STYLE eSLA PTO No: EXP. DATE (INCHES) (GPD) (INCHES) (GALLONS/INCH)
SINGLE COMPARTMENT TANKS
W320-MR Septic, Pump 022100010 February-26 46 1/2 153 4'-2" x 4'-2" 8.00
WLP785-FDL Septic, Pump, Siphon or Holding 022100010 February-26 41 375 8'-1"x 5-1" 21.50
W850-P Septic, Pump, Siphon or Holding 022100010 February-26 46 1/2 422 8'-6" x 5'-7" 21.00
WLP1000 Septic, Pump, Siphon or Holding 022100010 February-26 42 480 8'-8" x 7'-2" 27.83
WLP1250-P Septic, Pump, Siphon or Holding 022100010 February-26 41 603 10'-0" x 6'-9 5/8" 34.98
WLP1600-P Septic, Pump, Siphon or Holding 022100010 February-26 41 783 12'-11 1/2" x 6'-9 5/8" 45.41
WLP2000-P Septic, Pump, Siphon or Holding 022100010 February-26 43 970 13'-8" x 8'-0" 56.27
WLP2500* Septic, Pump, Siphon or Holding 022100010 February-26 43 1197 15'-3 1/4" x 8'-5 1/4" 69.44
WLP3000* Septic, Pump, Siphon or Holding 022100010 February-26 50 1437 15'-4" x 8'-6" 69.77
MULTIPLE COMPARTMENT TANKS
Septic/Septic, Septic/Pump, 724** VBN A 27.18 (Septic
WLP1000/500-FDL S’;pﬁc/sfphon, ofHol dingp 012100009 January-26 42 82 12'-5" x 66 667 ((Pufnp))
Septic/Septic, Septic/Pump, 771 , . N 27.88 (Septic
WLP1000/600-P S’;pﬁc/s’i’phon, o‘r)HoI dingp 012100009 January-26 41 451 1211 1/2" x 69 5/8 6 83 ((Pufnp))
Septic/Septic, Septic/Pump, 984 Voo o A 33.44 (Septic
WLP1280/800-FDL SZptic/S?phon, ofHoI dingp 012100009 January-26 43 609 147" x 70 060 ((Pufnp))
Septic/Septic, Septic/Pump, 1181 , vy p " 24.91 (Septic
WLP1450/950-P SZptic/SliDphon, o dingp 012100009 January-26 65 i 122 1/4" x 6-7 1/4 ol ((Pu‘r’np))
" Septic/Septic, Septic/Pump, 1213 , . " 41.67 (Septic
WLP1585/950 SZptic/S’i)phon, of Hol dingp 012100009 January-26 45 LA 15'-3 3/8" x8'-5 3/8 25 00 ((Pu‘r’np))
N Septic/Septic, Septic/Pump, 1389 vy ar pn 41.86 (Septic
WLP1800/1100 SZptic/S’i)phon, of Hol dingp 012100009 January-26 50 662 15-4" x 8'-6 o5 58 ((Pu‘r’np))
13.59 (Septic
WLP1000/500-FDL Septic/Septic, Septic/Pump 112000080 January-26 42 N/A 12'-5" x 6'-6" 13.59 ESeStic;
TRIPLE
13.67 (Pump)
22.03 (Septic
WLP1000/600-P Septic/Septic, Septic/Pump 112000080 January-26 41 N/A 12'-11 1/2" x 6'-9 5/8" 5.85 ((Sepaic))
TRIPLE
16.83 (Pump)
19.96 (Septic
WLP1280/800-FDL Septic/Septic, Septic/Pump 112000080 January-26 43 N/A 14'-7" x 7'-0" 10.68 ESeStic;
TRIPLE
20.60 (Pump)
16.70 (Septic)
W1450/950-P TRIPLE Septic/Septic, Septic/Pump 112000080 January-26 65 N/A 12'-21/4" x 6'-7 1/4" 7.28 (Septic)
16.20 (Pump)
HOLDING TANKS
WSLP2000 HOLDING* | Holding or Pump [ 022100010 February-26 34 N/A 15'-4" x 8'-6" 69.77
GREASE INTERCEPTORS
W850-P Grease Interceptor 46 1/2 N/A 8'-6" x 5'-7" 21.00
W1000-P Grease Interceptor 46 1/2 N/A 101" x 5'-7" 26.00
WLP1250-P Grease Interceptor 41 N/A 10'-0" x 6'-9 5/8" 34.98
WLP2000-P Grease Interceptor 41 N/A 13'-8" x 8'-0" 56.27
WLP2500* Grease Interceptor 43 N/A 15'-3 1/4" x 8'-5 1/4" 69.44
WLP3000* Grease Interceptor 50 N/A 15'-4" x 8'-6" 69.77

*See the large tank section for drawings of these low profile tanks.

**Top number for septic/septic, bottom number for septic/pump.




WHESER corcrer

Click on Blue Model # to
view individual drawing.

LARGE TANKS (NON-Traffic up to 40,000 Gallon) 800-325-8456 Rev February 2024
Wi NSIN INLET 3 YEAR DIMENSION: LIQUID CAPACITY
MODEL # STYLE SCONSIN | exp paTe SIONS QUID CAPACI
eSLA PTO No: (INCHES) (GPD) (INCHES) (GALLONS/INCH)
SINGLE COMPARTMENT TANKS
WLP2500 Septic, Pump, Siphon or Holding 022100010 February-26 43 1197 15'-3 1/4" x 8'-5 1/4" 69.44
WLP3000 Septic, Pump, Siphon or Holding 022100010 February-26 50 1437 15'-4" x 8'-6" 69.77
W4200 Septic, Pump, Siphon or Holding 022100010 February-26 79 2029 13'-8" x 8'-0" 58.85
w5000 Septic, Pump, Siphon or Holding 022100010 February-26 79 2415 15'-2 3/4" x 8'-4 3/4" 70.06
W6000 Septic, Pump, Siphon or Holding 022100010 February-26 60 2870 19'-10 3/8" x 11'-10 3/8" 124.85
w6010 Septic, Pump, Siphon or Holding 022100010 February-26 92 2879 15'-3 7/8" x 8'-5 7/8" 70.71
W7700 Septic, Pump, Siphon or Holding 022100010 February-26 69 3688 19'-10 3/8" x 11'-10 3/8" 122.22
w9100 Septic, Pump, Siphon or Holding 022100010 February-26 84 4376 20'-0"x 12'-0" 126.90
W10000 Septic, Pump, Siphon or Holding 022100010 February-26 92 4882 20-0" x 12'-0" 127.43
W12000 Septic, Pump, Siphon or Holding 022100010 February-26 104 N/A 20'-0"x 12'-0" 126.90
W18000 Septic, Pump, Siphon or Holding 022100010 February-26 98 8622 30-0" x 12'-0" 194.63
W20000 SEPTIC Septic, Pump, Siphon or Holding 022100010 February-26 114 10033 30-0"x 12-0" 194.63
W25000 Septic, Pump, Siphon or Holding 022100010 February-26 138 12319 300" x 12'-0" 194.63
W38000 Septic, Pump, Siphon or Holding 022100010 February-26 131 17884 40'-0" x 14'-0" 305.12
MULTIPLE COMPARTMENT TANKS
Septic/Septic, Septic/Pump, ~ 1213 . vy QL " 41.67 (Septic)
WLP1585/950 Septic/Siphon, or Holding 012100009 January-26 45 758 15'-3 3/8" x 8'-5 3/8' 25.00 (Pump)
Septic/Septic, Septic/Pump, ~ 1389 L gn s i 41.86 (Septic)
WLP1800/1100 Septic/Siphon, or Holding 012100009 January-26 50 862 15'-4" x 8'-6 25.58 (Pump)
Septic/Septic, Septic/Pump, 012100009 J 26 789 \an s g1 an 22.89 (Septic)
W1650/2500 Septic/Siphon, or Holding anuary I 1980 13-8"x8-0 34.53 (Pump)
Septic/Septic, Septic/Pump, ~ 2299 . wy ar " 41.67 (Septic)
W3000/1800 Septic/Siphon, or Holding 012100009 January-26 79 1437 15'-2 3/4" x 8'-4 3/4 25.00 (Pump)
Septic/Septic, Septic/Pump, J 26 2780 . " " " 62.43 (Septic)
W3000/3000 Septic/Siphon, or Holding 012100009 anuary- 60 1390 19'-10 3/8" x 11'-10 3/8' 62.43 (Pump)
Septic/Septic, Septic/Pump, J 26 2875 . " " " 77.86 (Septic)
W3800/2200 Septic/Siphon, or Holding 012100009 anuary- 60 1827 19'-10 3/8" x 11'-10 3/8' 45.46 (Pump)
Septic/Septic, Septic/Pump, J 26 N/A . " " " 14.02 (Septic)
W700/5300 Septic/Siphon, or Holding 012100009 anuary. 60 N/A 19'-10 3/8" x 11'-10 3/8' 109.77 (Pump)
Septic/Septic, Septic/Pump, 012100009 J 26 3648 . " " " 60.48 (Septic)
W3800/3800 Septic/Siphon, or Holding anuary 6 1824 | 197103/8"x11-103/8 60.48 (Pump)
Septic/Septic, Septic/Pump, J 26 4310 " ) 62.50 (Septic)
450014500 Septic/Siphon, or Holding 012100009 anuary 84 2155 20-0"x12-0 62.50 (Pump)
Septic/Septic, Septic/Pump, 012100009 J 26 N/A Qn ) 97.32 (Septic)
W10000/10000 Septic/Siphon, or Holding anuary 4 N/A 80-0"x 12-0 97.32 (Pump)
Septic/Septic, Septic/Pump, J 26 12351 " ) 97.32 (Septic)
W12500/12500 Septic/Siphon, or Holding 012100009 anuary. 138 6176 300" x 12'-0 97.32 (Pump)
Septic/Septic, Septic/Pump, 012100009 J 26 18330 n o 150.80 (Septic)
W19000/19000 Septic/Siphon, or Holding anuary 131 9165 40-0"x 14-0 150.80 (Pump)
HOLDING TANKS
WSLP2000 HOLDING Holding or Pump 022100010 February-26 34 N/A 15'-4" x 8'-6" 58.85
W5140 Holding 022100010 February-26 89 N/A 13'-8" x 8'-0" 58.85
W7000 Holding 022100010 February-26 101 N/A 15'-3 7/8" x 8'-5 7/8" 70.71
w8000 Holding 022100010 February-26 69 N/A 19'-10 3/8" x 11'-10 3/8" 122.22
W18000 Holding 022100010 February-26 103 N/A 30-0"x 12'-0" 194.63
W20000 HOLDING Storage or Pump 022100010 February-26 113 N/A 300" x 12-0" 194.65
W40000 Storage or Pump 022100010 February-26 131172 N/A 40'-0" x 14'-0" 305.00
GREASE INTERCEPTORS
WLP2500 Grease Interceptor 43 N/A 15'-3 1/4" x 8'-5 1/4" 69.44
WLP3000 Grease Interceptor 50 N/A 15'-4" x 8'-6" 69.77
W4200 Grease Interceptor 79 N/A 13'-8" x 8'-0" 58.85
W5000 Grease Interceptor 79 N/A 15'-2 3/4" x 8'-4 3/4" 70.06
W6000 Grease Interceptor 60 N/A 19'-10 3/8" x 11'-10 3/8" 124.85
w6010 Grease Interceptor 92 N/A 15'-3 7/8" x 8'-57/8" 70.71
W7700 Grease Interceptor 69 N/A 19'-10 3/8" x 11'-10 3/8" 122.22
W9100 Grease Interceptor 84 N/A 20'-0"x 12'-0" 126.90
W10000 Grease Interceptor 92 N/A 20'-0"x 12'-0" 127.43
W18000 Grease Interceptor 98 N/A 30-0" x 12'-0" 207.00

**Top number for septic/septic, bottom number for septic/pump.




WHESER corcrer

EXTRA HEAVY DUTY TANKS (TRAFFIC Loading up to 10,000 Gallon)

Click on Blue Model # to
view individual drawing.

800-325-8456 Rev February 2024

WISCONSIN INLET 3 YEAR DIMENSIONS LIQUID CAPACITY
MODEL # STYLE EXP. DATE
eSLA PTO No: (INCHES) (GPD) (INCHES) (GALLONS/INCH)
SINGLE COMPARTMENT TANKS
WEHD1000 Septic, Pump, Siphon or Holding 022100010 February-26 54 5/8 480 ar-2 1/2" 21.50
WEHD1250 Septic, Pump, Siphon or Holding 022100010 February-26 66 1/4 630 ar-2 1/2" 21.48
WEHD1500 Septic, Pump, Siphon or Holding 022100010 February-26 78 720 a7'-21/2" 21.48
WEHD1600-LP  [Septic, Pump, Siphon or Holding 022100010 February-26 45 773 13-0" x 7'-0" 44.88
WEHD1700 Holding 022100010 February-26 84 N/A a7'-2 1/2" 21.48
WEHD2000 Septic, Pump, Siphon or Holding 022100010 February-26 53 967 13'-0" x 7'-0" 44 .88
WEHD2500 Septic, Pump, Siphon or Holding 022100010 February-26 64 1204 13-0" x 7'-0" 44.88
WEHD3000 Septic, Pump, Siphon or Holding 022100010 February-26 75 1440 13-0" x 7'-0" 44.88
WEHD4000 Septic, Pump, Siphon or Holding 022100010 February-26 98 1934 13'-0" x 7'-0" 44.88
WEHD4000-LP  [Septic, Pump, Siphon or Holding 022100010 February-26 57 1934 16'-0" x 10"-0" 84.15
WEHD5000 Septic, Pump, Siphon or Holding 022100010 February-26 81 2407 15'-0" x 9'-0" 69.81
WEHD5000-LP  [Septic, Pump, Siphon or Holding 022100010 February-24 69 2407 16'-0" x 10'-0" 84.15
WEHD6000 Septic, Pump, Siphon or Holding 022100010 February-26 95 N/A 15'-0" x 9'-0" 69.81
WEHD6000-LP  [Septic, Pump, Siphon or Holding 022100010 February-26 80 2862 16'-0" x 10"-0" 84.15
WEHD7000 Septic, Pump, Siphon or Holding 022100010 February-26 92 3345 16'-0" x 10"-0" 84.15
WEHD8000 Septic, Pump, Siphon or Holding 022100010 February-26 104 3829 16'-0" x 10'-0" 84.15
WEHD9000 Septic, Pump, Siphon or Holding 022100010 February-26 116 4312 16'-0" x 10'-0" 84.15
WEHD10000 Septic, Pump, Siphon or Holding 022100010 February-26 128 4796 16'-0" x 10"-0" 84.15
MULTIPLE COMPARTMENT TANKS
Septic/Septic, Septic/Pump, g 766 Oy 70" 27.12 (Septic)
WEHD1000/600-LP Septic/Siphon, or Holding 012100009 January-26 45 479 13'-0" x 7'-0' 16.00 (Pump)
Septic/Septic, Septic/Pump, ) 968 Oy 70" 26.49 (Septic)
WEHD1200/800 Septic/Siphon, or Holding 012100009 January-26 54 584 13'-0" x 7'-0' 17.45 (Pump)
GREASE INTERCEPTORS
WEHD1000GI Grease Interceptor 54 5/8 N/A a7'-2 1/12" 21.50
WEHD1250GI Grease Interceptor 66 1/4 N/A a7'-2 1/12" 21.48
WEHD1500GI Grease Interceptor 78 N/A a7'-2 1/12" 21.48
WEHD2000GI Grease Interceptor 53 N/A 13'-0" x 7'-0" 44.88
WEHD2500GI Grease Interceptor 64 N/A 13'-0" x 7'-0" 44.88
WEHD3000GI Grease Interceptor 75 N/A 13'-0" x 7'-0" 44.88
WEHD4000GI Grease Interceptor 98 N/A 13-0" x 7'-0" 44.88
WEHD4000GI-LP Grease Interceptor 57 N/A 16'-0" x 10'-0" 84.15
WEHD5000GI Grease Interceptor 81 N/A 15'-0" x 9'-0" 69.81
WEHD6000GI Grease Interceptor 95 N/A 15'-0" x 9'-0" 69.81
WEHD6000GI-LP Grease Interceptor 80 N/A 16'-0" x 10'-0" 84.15
WEHD7000GI Grease Interceptor 92 N/A 16'-0" x 10'-0" 84.15
WEHD8000GI Grease Interceptor 104 N/A 16'-0" x 10'-0" 84.15
WEHD9000GI Grease Interceptor 116 N/A 16'-0" x 10'-0" 84.15
WEHD10000GI Grease Interceptor 128 N/A 16'-0" x 10'-0" 84.15

**Top number for septic/septic, bottom number for septic/pump.
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Click on Blue Model # to
view individual drawing.

HOOT SYSTEM AEROBIC TANKS

800-325-8456 Rev February 2024

AEROBIC EXTRA TANK GALLON WISCONSIN INLET DIMENSIONS LIQUID CAPACITY
MODEL # UNIT NEEDED CAPACITY FILE NO. Exp. DATE (INCHES) SHAPE (INCHES) (GALLONS/INCH)
AEROBIC TREATMENT TANKS
400 (Septic)
H-500 A 500 GPD NO N/A 57 Rectangle | 8'-9 1/2" x 6'-2 1/2" 715
205
400 (Septic)
H-600 A 600 GPD NO N/A 57 Rectangle | 8'-9 1/2" x 6'-2 1/2" 715
205
.y 7i_En 1430
H-1000 A 1000 GPD YES N/A 70 Rectangle 13-1"x 7'-5 210
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AEROBIC TANKS & TREATMENT SYSTEM TANKS 800-325-8456 Rev February 2024

Click on Blue Model # to
view individual drawing.

AEROBIC EXTRA TANK GALLON WISCONSIN INLET DIMENSIONS LIQUID CAPACITY
MODEL # EXP. DATE SHAPE
UNIT NEEDED CAPACITY | eSLA PTO No: (INCHES) (INCHES) (GALLONS/INCH)
AEROBIC TREATMENT TANKS - PG #1
W1000-P BIO 500 GPD NO N/A 031601177 March-21 475 Oval 10-1"x 5-7" 26.00
Microfast
! Y . 13.61 (Septic)
WLP550/450/650-FDL 500 GPD Bio-Microbics NO N/A 032000049 March-25 46 Rectangle 134" x 60" 11.13 (Filter)
BIO SEPTIC/BIO/PUMP .
Microfast 15.93 (Pump)
. P 16.03 (Septic)
W950/475/900-P BIO 500 GPD Bio-Microbics NO N/A 112000083 November-25 65 Rectangle | 12'-2 1/4" x 6-7 1/4" 8.55 (Filter)
SEPTIC/BIO/PUMP .
Microfast 15.43 (Pump)
) e 12.29 (Septic)
W700/700/900-P BIO 600 GPD Bio-Microbics NO N/A 112000081 November-25 65 Rectangle | 12'-2 1/4" x 6'-7 1/4" 12.29 (Filter)
SEPTIC/BIO/PUMP .
Microfast 15.43 (Pump)
! Y ) 7.31 (Septic)
\600/800/900-P BIO 900 GPD Bio-Microbics NO N/A 112000082 November-25 65 Rectangle | 12-2 1/4" x 6-7 1/4" 16.96 (Filter)
SEPTIC/BIO/PUMP .
Microfast 16.73 (Pump)
W975/1425 BIO 500 GPD Bio-Microbics NO N/A 032000031 January-25 65 Rectangle | 12'-2 1/4" x 67 1/4" 16.44 (Septic)
SEPTIC/BIO Microfast 24.91 (Filter)
W975/1425 BIO 750 GPD Bio-Microbics NO N/A 032000031 January-25 65 Rectangle | 12'-2 1/4" x 67 1/4" 16.44 (Septic)
SEPTIC/BIO Microfast 24.91 (Filter)
W975/1425 BIO 900 GPD Bio-Microbics NO N/A 032000031 January-25 65 Rectangle | 12'-2 1/4" x 67 1/4" 16.44 (Septic)
SEPTIC/BIO Microfast 24.91 (Filter)
W975/1425 BIO 1500 GPI? Bio-Microbics NO N/A N/A N/A 65 Rectangle | 12-2 1/4" x 6-7 1/4" 16.44 (Se.:ptlc)
SEPTIC/BIO Microfast 24.91 (Filter)
W1425/975 BIO 500 GPD Bio-Microbics NO N/A 012100009 February-26 61 Rectangle | 12'-2 1/4" x 67 1/4" 24.91 (Filter)
BIO/PUMP Microfast 16.44 (Pump)
W1425/975 BIO 750 GPD Bio-Microbics NO N/A 012100009 February-26 61 Rectangle | 122 1/4" x 67 1/4" 24.91 (Filter)
BIO/PUMP Microfast 16.44 (Pump)
W1425/975 BIO 900 GPD Bio-Microbics NO N/A 012100009 February-26 61 Rectangle | 12'-2 1/4" x 67 1/4" 24.91 (Filter)
BIO/PUMP Microfast 16.44 (Pump)
W1425/975 BIO 1000 GPD Bio-Microbics ) o gt e o g 24.91 (Filter)
PN High Strongth Fast NO N/A 012100009 February-26 61 Rectangle | 12'-2 1/4" x -7 1/4 16.44 (Pump)
W1425/975 BIO 1500 GPD Bio-Microbics ) o gt e o g 24.91 (Filter)
PN High Strongth Fast NO N/A 012100009 February-26 61 Rectangle | 12'-2 1/4" x -7 1/4 16.44 (Pump)
W1250/750 BIO- MR 750 GPD Bio-Microbics NO N/A N/A N/A 51 Oval 12117 x 72" 27.66 (Fiter)
Microfast 16.12 (Pump)
WLP1800/1100 BIO- MR 750 GPD Bio-Microbics NO N/A 112000080 November-25 50 Rectangle 154" x 8-6" 41.86 (Filter)
Microfast 25.58 (Pump)
WLP1800/1100 BIO- MR 900 GPD Bio-Microbics NO N/A 112000080 November-25 50 Rectangle 154" x 8-6" 41.86 (Filter)
Microfast 25.58 (Pump)
W2000 BIO- MR 1500 G':A?C?;?;Z'C“’b'cs NO N/A 111805947 January-24 53 Oval 127" x 72" 42.92
W2000 BIO- MR 1500 GPD Bio-Microbics NO N/A 111805947 January-24 53 Oval 127" x 72" 42.92
High Strength Fast
(Two) 900 GPD, Micro & High ) "y A "
YE 2210001 F 2 1 Rectangle | 12'-2 1/4" x -7 1/4 42.4
W2400 BIO (Twoy 1000 GPD, Micro & High s 500 022100010 ebruary-26 6 ectangle 14" x 67 1/. 6
W2400 BIO 900 Gpﬁig':f:\gfr°b'°s NO N/A 022100010 February-26 61 Rectangle | 12'-2 1/4" x 67 1/4" 42.46
1000 GPD Bio-Microbics ) "y A "
W2400 BIO High Strongth Fast NO N/A 022100010 February-26 61 Rectangle | 12-2 1/4" x 67 1/ 42.46
W2400 BIO 1500 G';A?C?;?;Z'C“’b'cs NO N/A 022100010 February-26 61 Rectangle | 12'-2 1/4" x 67 1/4" 42.46
3000 GPD Bio-Microbics ) s "
W2700 BIO Hich Stranath Fact NO N/A 011601166 February-21 61 Rectangle | 12-2 1/4" x 67 1/4 42.46

Continued on page #2
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Click on Blue Model # to
view individual drawing.

AEROBIC TANKS & TREATMENT SYSTEM TANKS 800-325-8456 Rev February 2024

AEROBIC EXTRA TANK GALLON WISCONSIN INLET DIMENSIONS LIQUID CAPACITY
MODEL # EXP. DATE SHAPE
UNIT NEEDED CAPACITY | eSLA PTO No: (INCHES) (INCHES) (GALLONS/INCH)
AEROBIC TREATMENT TANKS - PG #2 (Continued from page #1)
W4000 BIO 3000 G';A?Cil;g'mb'cs NO N/A 011601169 February-21 753/4 | Rectangle 138" x 80" 58.85
W4000 BIO 3000 GPD Bio-Microbics NO N/A 011601169 February-21 753/4 | Rectangle 138" x 80" 58.85
High Strength Fast
W5000 BIO 4500 G';A?Cil;g'mb'cs YES 1406 031601178 March-21 67 1/4 | Rectangle | 152 5/8" x 84 5/8" 70.06
W5000 BIO 4500 GPD Bio-Microbics YES 1406 031601178 March-21 67 1/4 | Rectangle | 152 5/8" x 84 5/8" 70.06
High Strength Fast
W6010 BIO (Twmiz’i?gsfp':’ YES 1406 022100010 February-26 841/2 | Rectangle 154" x 8-6" 70.71
W6010 BIO (Two) 3000 GPD YES 1406 022100010 February-26 841/2 | Rectangle 154" x 8-6" 70.71
High Strength Fast
W6010 BIO 4500 G':A?Ci;z’t“cmb'cs NO N/A 022100010 February-26 871/2 | Rectangle 154" x 8'-6" 70.06
4500 GPD Bio-Microbics LAYy QAN
W6010 BIO High Strength Fact NO N/A 022100010 February-26 871/2 | Rectangle 154" x 8-6 70.06
W9000 BIO 9000 GPD YES 2813 022100010 February-26 84 Rectangle | 200" x 120" 126.90
High Strength Fast
W1250-MR NIBBLER JR. 500 GPD NO N/A 041801248 May-23 53 Oval 8-8"x 72" 26.81
W4200 NIBBLER _ 815 YES N/A N/A N/A 79 Rectangle 13-8" x 8-0" 58.85
Nibbler Pods
" Wy Al " 27.47 (Septic)
W1648/822 NIBBLER Nibbler Pods YES N/A N/A N/A 65 Rectangle | 12'-2 1/4" x 67 1/4 157 (Pump)
TREATMENT SYSTEMS
ADVANTEX AX10 450 GPD - e e 24.74 (Septic)
WLP 1000/650 FDL Treatment System NO NIA 041801249 May-23 46 Rectangle 13-4"x 60 15.94 (Filter)
450 or 900 GPD ) s 33.44 (Septic)
ADVANTEX AX10/20 Treatment Syetem NO N/A 011601167 February-21 43 Rectangle 147" x 70 20.60 (Flfen
900 GPD ) o v 37.92 (Septic)
ADVANTEX AX20 Treatment System NO N/A 011601168 February-21 58 Rectangle 159" x 70 18.98 (Flter)
ADVANTEX AX10 450 or 600 GPD o Eran e Ra 41.67 (Septic)
W3000/1500 Troatment Systom NO N/A N/A N/A 781/2 | Rectangle | 15'-2 5/8" x 84 5/8 26,00 (Fiten,




Click on blue links to view detall,

TYPICAL TANK DETAILS
COVER DETAILS:
DETAIL 1 — WARNING LABELS, TRADEMARK AND
CAPACITY DETAILS
DETAIL 2 — MANHOLE RISER COVER WITH
INSPECTION /VENT OPENING DETAIL
DETAIL 2A — ALTERNATE BOLT DOWN EJIW HEAVY
DUTY FRAME AND LID

(SEE DETAIL ON LEFT)

DETAIL 3 — LOCK DOWN CONCRETE COVER AND
RISER DETAIL

DETAIL 4 — WATERTIGHT #8” SERVICE PORT
(CLEAN OUT)

RISER DETAILS:

DETAIL 5 — MANHOLE RISER, CONCRETE COVER AND
JOINT DETAILS

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

SCALE: NTS

DRAWN BY: WCP

FILE: tank details cover

I
DOWN COVER | TOE LW DETAIL 5A — MANHOLE RISER, HEAVY DUTY BOLT
! DOWN COVER AND JOINT DETAIL
,’ DETAIL 5B — MANHOLE RISER, ACCESS HATCH AND
JOINT DETAIL
DETAIL 6 — RISER WITH 2” AND 4” COUPLINGS
SIDE _WALL OPENINGS:
DETAIL 7 — INLET AND OUTLET DETAILS
DETAIL 8 — DOUBLE INLET AND OUTLET DETAILS
DETAIL 9 — MULTIPLE INLET AND OUTLET DETAILS
DETAIL 9A & 9B — POSITIVE SEAL GASKET SYSTEM
| SN | S : (CAST—A—SEAL BOOT AND PSX—BOOT)
e ; DETAIL 10 — BAFFLE AND FASTENER DETAIL
CJiL-- o o 1'__ 3 DETAIL 11 — FILTER INSTALLATION DETAIL
T‘ L MISC. DETAIL:
y [ \ DETAIL 12 — SIPHON DETAIL
! i TWESER o« DETAIL 13 — FILTER CANISTER DETAIL
) f AND CAPACITY  DETAIL 14 — SEALANT SPECS & INSTALLATION
% ! DETAIL 15 — TANK INSTALLATION INSTRUCTIONS
\ e, DETAIL 15A — LARGE TANK INSTALLATION INSTRUCTION
e DETAIL 16 — DISTRIBUTION BOX
DETAIL 16A — DROP BOX
SIDE _VIEW DETAIL 17 — SUPER SCREEN

WIESER concrere

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00/00

800—-325—-8456
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W320—-MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 3"
COVER: 4”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 58"
LENGTH: 4'-2"
WIDTH: 4'-2"
BELOW INLET: 46 1/2”
LIQUID LEVEL: 43"

WEIGHT: BOTTOM 3,015 LBS.
COVER 870 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 8.00 GAL/IN

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w320—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W320-MR
SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
W320-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 4" 4" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 58" 58" LENGTH: 4'-2" 4'-2" WIDTH: 4'-2" 4'-2" BELOW INLET: 46 1/2" 46 1/2" LIQUID LEVEL: 43" 43" WEIGHT: BOTTOM 3,015 LBS.         COVER 870 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 8.00 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1250—-MR
TANK _SPECIFICATIONS

DIMENSIONS:
WALL: 2 7/16"
BOTTOM: 3"
COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 64 1/2"

LENGTH: 8'-8"

WIDTH: 7'-2"

BELOW INLET: 53"

LIQUID LEVEL: 47°

WEIGHT: BOTTOM 4,025 LBS.
COVER 3,195 LBS.

INLET AND OUTLET:
4” CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 26.81 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 1,340 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w1250—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

W1250—-MR

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W1250-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 7/16" 2 7/16" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 64 1/2" 64 1/2" LENGTH: 8'-8" 8'-8" WIDTH: 7'-2" 7'-2" BELOW INLET: 53" 53" LIQUID LEVEL: 47" 47" WEIGHT: BOTTOM 4,025 LBS.         COVER 3,195 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 26.81 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,340 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1665—MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 3"
COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 69 1/2"
LENGTH: 9'-2"
WIDTH: 7'-9”
BELOW INLET: 57"

LIQUID LEVEL: 51"
WEIGHT: BOTTOM 8,130 LBS.
COVER 3,640 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 32.65 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 1,763 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

APPROVAL DATE:

PRODUCTS NEEDED BY:
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AutoCAD SHX Text
W1665-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 69 1/2" 69 1/2" LENGTH: 9'-2" 9'-2" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 51" 51" WEIGHT: BOTTOM 8,130 LBS.         COVER 3,640 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 32.65 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,763 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2000—-MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2"

BOTTOM: 4"

COVER: 6”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 66" O.D.

LENGTH: 12'-7" O.D.

WIDTH: 7'-2" 0.D.

BELOW INLET: 53" 0.D.

LIQUID LEVEL: 46"

WEIGHT: BOTTOM 9,430 LBS.
COVER 5,940 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 42.92 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 2,126 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w2000—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W2000—MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W2000-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" O.D. 66" O.D.  O.D. LENGTH: 12'-7" O.D. 12'-7" O.D.  O.D. WIDTH: 7'-2" O.D. 7'-2" O.D.  O.D. BELOW INLET: 53" O.D. 53" O.D.  O.D. LIQUID LEVEL: 46" 46" WEIGHT: BOTTOM 9,430 LBS.         COVER 5,940 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 42.92 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,126 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED

TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2500—-MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 4"
COVER: 6”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 717
LENGTH: 13'-3 1/2"
WIDTH: 7'-9”
BELOW INLET: 57"

LIQUID LEVEL: 50"
WEIGHT: BOTTOM 10,500 LBS.
COVER 6,340 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 49.46 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,621 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w2500—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W2500—-MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W2500-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 71" 71" LENGTH: 13'-3 1/2" 13'-3 1/2" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 50" 50" WEIGHT: BOTTOM 10,500 LBS.   COVER 6,340 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 49.46 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,621 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W3000—MR
TANK_ SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 4"
COVER: 6"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 71"
LENGTH: 15'-6"
WIDTH: 7'-9”
BELOW INLET: 57"
LIQUID LEVEL: 50"
WEIGHT: BOTTOM 12,260 LBS.
COVER 8,350 LBS.

INLET AND OUTLET:
4" CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 58.94 GAL/IN

HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 3,183 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w3000—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W3000—MR
SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
W3000-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 71" 71" LENGTH: 15'-6" 15'-6" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 50" 50" WEIGHT: BOTTOM 12,260 LBS.   COVER 8,350 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 58.94 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 3,183 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP750—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2"

BOTTOM: 3"

COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 54"

OUTSIDE DIAMETER: 7'-0Q"

BELOW INLET: 42"

LIQUID LEVEL: 37"

WEIGHT: BOTTOM 3,740 LBS.
COVER 2,410 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 20.28 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 790 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

SCALE: 1/4"
DRAWN BY: WCP
FILE: wlp750—mr

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP750—-MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WLP750-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 54" 54" OUTSIDE DIAMETER: 7'-0" 7'-0" BELOW INLET: 42" 42" LIQUID LEVEL: 37" 37" WEIGHT: BOTTOM 3,740 LBS.         COVER 2,410 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 20.28 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 790 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 3"
COVER: 5”

MANHOLE: 24" I.D. PRECAST CONCRETE RISER

HEIGHT: 53 1/4"

LENGTH: 8'-8"

WIDTH: 7'-2"

BELOW INLET: 42"

LIQUID LEVEL: 36"

WEIGHT: BOTTOM 6,790 LBS.
COVER 3,195

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.83 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 1,085 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

10"

DRAWN BY: WCP
FILE: wip1000

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, W 54750 JDATE: 00,/00/00
800—-325—8456

WIESER conerete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP1000
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WLP1000-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53 1/4" 53 1/4" LENGTH: 8'-8" 8'-8" WIDTH: 7'-2" 7'-2" BELOW INLET: 42" 42" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 6,790 LBS.         COVER 3,195 INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.83 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,085 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227

REQUIREMENTS

WLP1250—MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 3"
COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 52 1/2"

LENGTH: 10'-0 1/4”

WIDTH: 7'-0"

BELOW INLET: 41"

LIQUID LEVEL: 36"

WEIGHT: BOTTOM 4,945 LBS.
COVER 3,865 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 34.81 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 1,323 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:

IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP

SCALE: 1/4"

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP1250—-MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.

FILE: wip1250—mr
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WLP1250-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 52 1/2" 52 1/2" LENGTH: 10'-0 1/4" 10'-0 1/4" WIDTH: 7'-0" 7'-0" BELOW INLET: 41" 41" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 4,945 LBS.         COVER 3,865 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 34.81 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,323 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1645—MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 3"
COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 54 1/2"

LENGTH: 12'-2"

WIDTH: 7'-0"

BELOW INLET: 43"

LIQUID LEVEL: 38"

WEIGHT: BOTTOM 8,600 LBS.
COVER 5,400 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 43.32 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 1,733 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wip1645—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP1645—MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WLP1645-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 54 1/2" 54 1/2" LENGTH: 12'-2" 12'-2" WIDTH: 7'-0" 7'-0" BELOW INLET: 43" 43" LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 8,600 LBS.         COVER 5,400 LBS.  INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 43.32 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,733 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP2000—MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 55"
LENGTH: 13'-8"
WIDTH: 8'-0"
BELOW INLET: 43"
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 14,060 LBS.
COVER 8,170 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 56.27 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 2,138 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wlp2000—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP2000—-MR
SEPTIC MANUAL

SHEET NO.
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WLP2000-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55" 55" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 43" 43" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 14,060 LBS.      COVER 8,170 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 56.27 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,138 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP2250—MN
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 55 3/4”
LENGTH: 15'-3 5/16"
WIDTH: 8'-5 5/16"
BELOW INLET: 40"
LIQUID LEVEL: 33"
WEIGHT: BOTTOM 15,600 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 69.44 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,639 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: WIp2250—mn

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP2250—-MN
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WLP2250-MN TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55 3/4" 55 3/4" LENGTH: 15'-3 5/16" 15'-3 5/16" WIDTH: 8'-5 5/16" 8'-5 5/16" BELOW INLET: 40" 40" LIQUID LEVEL: 33" 33" WEIGHT: BOTTOM 15,600 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 69.44 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,639 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1300—MR DRYWELL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2
BOTTOM: NONE
COVER: 5"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 64 1/2"
OUTSIDE DIAMETER: 7'-0"
BELOW INLET: 55"
WEIGHT: BOTTOM 3,020 LBS.
COVER 2,405 LBS.

INLET:
CAST HOLE FOR 4" PIPE

LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK CAN BE USED AS: DRYWELL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1_o”
: WCP

FILE: w1300—mr

SCALE: 1/4" =
DRAWN BY:

W3716 US HWY 10, MAIDEN ROCK, WI 54750 | DATE: 00/00/00
800—325—8456

WIESER concaere

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1300—-MR
SEPTIC MANUAL
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W1300-MR DRYWELL TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: NONE COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 64 1/2" 64 1/2" OUTSIDE DIAMETER: 7'-0" 7'-0" BELOW INLET: 55" 55" WEIGHT: BOTTOM 3,020 LBS.         COVER 2,405 LBS. INLET: CAST HOLE FOR 4" PIPE LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: DRYWELL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2600—MR DRYWELL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2
BOTTOM: NONE
COVER: 5"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 124 1/2"
OUTSIDE DIAMETER: 7'-0"
BELOW INLET: 115"
WEIGHT: BOTTOM 3,020 LBS. PER SECTION
COVER 2,405 LBS.

INLET:
CAST HOLE FOR 4" PIPE

LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK CAN BE USED AS: DRYWELL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1_o”
: WCP

SCALE: 1/4” =
DRAWN BY:
FILE: w2600—mr

W3716 US HWY 10, MAIDEN ROCK, WI 54750 | DATE: 00/00/00
800—325—8456

WIESER concaere

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W2600—MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W2600-MR DRYWELL TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: NONE COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 124 1/2" 124 1/2" OUTSIDE DIAMETER: 7'-0" 7'-0" BELOW INLET: 115" 115" WEIGHT: BOTTOM 3,020 LBS. PER SECTION         COVER 2,405 LBS. INLET: CAST HOLE FOR 4" PIPE LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: DRYWELL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W840,/500—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 9/16"

BOTTOM: 3"

COVER: 5"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 59 1/2"

LENGTH: 9'-5 3/4”

WIDTH: 7'-9”

BELOW INLET: 48"

LIQUID LEVEL: 43"

WEIGHT: BOTTOM 7,360 LBS.
COVER 3,790 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 19.61 GAL/IN (SEPTIC)
11.82 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: w840—500—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W840—-500—-MR
SEPTIC MANUAL

SHEET NO.
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W840/500-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 9/16" 2 9/16" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 59 1/2" 59 1/2" LENGTH: 9'-5 3/4" 9'-5 3/4" WIDTH: 7'-9" 7'-9" BELOW INLET: 48" 48" LIQUID LEVEL: 43" 43" WEIGHT: BOTTOM 7,360 LBS.         COVER 3,790 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 19.61 GAL/IN (SEPTIC)     11.82 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP,  OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1000,/600—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/27

BOTTOM: 3"

COVER: 5"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 69 1/2"

LENGTH: 9'-6 7/8"

WIDTH: 7'-9”

BELOW INLET: 57"

LIQUID LEVEL: 517

WEIGHT: BOTTOM 8,540 LBS.
COVER 3,840 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 19.61 GAL/IN (SEPTIC)
11.82 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: w1000—600—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W1000—-600—MR
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W1000/600-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 69 1/2" 69 1/2" LENGTH: 9'-6 7/8" 9'-6 7/8" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 51" 51" WEIGHT: BOTTOM 8,540 LBS.         COVER 3,840 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 19.61 GAL/IN (SEPTIC)     11.82 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP,  OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP700,/300—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/27

BOTTOM: 3"

COVER: 5"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 53 1/4"

LENGTH: 8'-8"

WIDTH: 7'-2"

BELOW INLET: 42"

LIQUID LEVEL: 36

WEIGHT: BOTTOM 3,595 LBS.
COVER 3,195 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 26.79 GAL/IN

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0

DRAWN BY: WCP
FILE: wlp700—300—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP700—-300—MR
SEPTIC MANUAL

SHEET NO.
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WLP700/300-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53 1/4" 53 1/4" LENGTH: 8'-8" 8'-8" WIDTH: 7'-2" 7'-2" BELOW INLET: 42" 42" LIQUID LEVEL: 36 36 WEIGHT: BOTTOM 3,595 LBS.         COVER 3,195 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 26.79 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1000,/600—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 3"

BOTTOM: 3"

COVER: 5"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 517

LENGTH: 12'-6"

WIDTH: 7'-0"

BELOW INLET: 42"

LIQUID LEVEL: 36"

WEIGHT: BOTTOM 9,500 LBS.
COVER 5,470 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.88 GAL/IN (SEPTIC)
16.76 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wlp1000—800—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1000—-600—-MR
SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
WLP1000/600-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 51" 51" LENGTH: 12'-6" 12'-6" WIDTH: 7'-0" 7'-0" BELOW INLET: 42" 42" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 9,500 LBS.         COVER 5,470 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.88 GAL/IN (SEPTIC)     16.76 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4”7 CAST—A—-SEAL

WLP1000,/650—MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 3"

BOTTOM: 3"

COVER: 5"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 54 1/2"

LENGTH: 12'-2"

WIDTH: 7'-0"

BELOW INLET: 43"

LIQUID LEVEL: 38"

WEIGHT: BOTTOM 9,615 LBS.
COVER 5,325 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 26.32 GAL/IN (SEPTIC)
17.00 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wlp1000—850—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1000—-650—-MR
SEPTIC MANUAL

SHEET NO.
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WLP1000/650-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 54 1/2" 54 1/2" LENGTH: 12'-2" 12'-2" WIDTH: 7'-0" 7'-0" BELOW INLET: 43" 43" LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 9,615 LBS.  BOTTOM 9,615 LBS.         COVER 5,325 LBS.  INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 26.32 GAL/IN (SEPTIC)     17.00 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
FILTER OR BAFFLE

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
PUMP PAD

AutoCAD SHX Text
4" VENT

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
wlp1000-650-mr

AutoCAD SHX Text
WLP1000-650-MR SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


12’-11"

/—4" CAST—A-SEAL 4" CAST—A-SEAL

) R
N
..I y
'\ 4
Il
FILTER OR l
BAFFLE 1]
Il
oo
TOP_VIEW
a
&
U)_
23 4" VENT
L
(2
f T .
| — e — —— o — —— e —
I :Jd:____ e | I | s | IS | X 4
INLET — &= - o iz == - OUTLET
we |4 ] | o
N
O I | " RE | o9
© & S° [ : 0 0 & | o :
3 ¥ | ? e ° 1 e
o EES |
23 —’I:_ ,' 'l I
Y 2l ____pogz=r]
B2 PUMP PAD
SIDE_VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1250/750—-MR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/27

BOTTOM: 3"

COVER: 6"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 66"

LENGTH: 12'-11"

WIDTH: 7'-2"

BELOW INLET: 53"

LIQUID LEVEL: 48"

WEIGHT: BOTTOM 8,740 LBS.
COVER 6,120 LBS.

INLET AND OUTLET:

4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.66 GAL/IN (SEPTIC)

16.12 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:

SEPTIC/SEPTIC, SEPTIC/SIPHON,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: w1250—750—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1250-750—-MR
SEPTIC MANUAL

SHEET NO.
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W1250/750-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" 66" LENGTH: 12'-11" 12'-11" WIDTH: 7'-2" 7'-2" BELOW INLET: 53" 53" LIQUID LEVEL: 48" 48" WEIGHT: BOTTOM 8,740 LBS.         COVER 6,120 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.66 GAL/IN (SEPTIC)     16.12 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/SIPHON, OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1200,/800—MR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6"
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 53"
LENGTH: 13'-8"
WIDTH: 8'-0"
BELOW INLET: 41"
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 14,800 LBS.
COVER 8,170 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 33.46 GAL/IN (SEPTIC)
22.24 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wlp1200—800—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1200—-800—-MR
SEPTIC MANUAL

SHEET NO.
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WLP1200/800-MR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" 53" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 41" 41" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 14,800 LBS.      COVER 8,170 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 33.46 GAL/IN (SEPTIC)     22.24 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1500,/900—MN
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5"
COVER: 6"
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 55 3/4"
LENGTH: 15'-3 1/4”
WIDTH: 8'-5 1/4”
BELOW INLET: 43"
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 15,977 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)
25.00 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wlp1500—900—mn

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1500—-900—-MN
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AutoCAD SHX Text
WLP1500/900-MN TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55 3/4" 55 3/4" LENGTH: 15'-3 1/4" 15'-3 1/4" WIDTH: 8'-5 1/4" 8'-5 1/4" BELOW INLET: 43" 43" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 15,977 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)     25.00 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1250—-MR
GREASE INTERCEPTOR
TANK _SPECIFICATIONS

DIMENSIONS:

WALL: 2 7/16"

BOTTOM: 3"

COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 64 1/2"

LENGTH: 8'-8"

WIDTH: 7'-2"

BELOW INLET: 53"

LIQUID LEVEL: 47"

WEIGHT: BOTTOM 4,025 LBS.
COVER 3,195 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 26.81 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w1250gi—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
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W1250-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 7/16" 2 7/16" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 64 1/2" 64 1/2" LENGTH: 8'-8" 8'-8" WIDTH: 7'-2" 7'-2" BELOW INLET: 53" 53" LIQUID LEVEL: 47" 47" WEIGHT: BOTTOM 4,025 LBS.         COVER 3,195 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 26.81 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

W2000—-MR
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/27
BOTTOM: 4"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 66"
LENGTH: 12'-7"
WIDTH: 7'-2"
BELOW INLET: 53"
LIQUID LEVEL: 48"
WEIGHT: BOTTOM 9,430 LBS.
COVER 5,940

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 42.92 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: w2000gi—mr

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE
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W2000-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" 66" LENGTH: 12'-7" 12'-7" WIDTH: 7'-2" 7'-2" BELOW INLET: 53" 53" LIQUID LEVEL: 46" 46" WEIGHT: BOTTOM 9,430 LBS.  BOTTOM 9,430 LBS.         COVER 5,940 INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 42.92 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W2500-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 71" 71" LENGTH: 13'-3 1/2" 13'-3 1/2" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 50" 50" WEIGHT: BOTTOM 10,500 LBS.   COVER 6,340 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 49.46 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W3000—MR
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 2 1/2"
BOTTOM: 4"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 71"
LENGTH: 15'—6"
\ WIDTH: 7'-9”
3 BELOW INLET: 57"
LIQUID LEVEL: 50"
WEIGHT: BOTTOM 12,260 LBS.
COVER 8,350 LBS.

7-9"

INLET AND OUTLET:
4" CAST—A—SEAL BOOT OR EQUAL GASKET

o~
———— e ————— — — — —,

INLET AND OUTLET BAFFLE:
AS SHOWN

TOP VIEW LIQUID CAPACITY: 58.94 GAL/IN
LOADING DESIGN: 8-0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

AS
REQUIRED

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

__
”
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B | TR R | ST | R i CUSTOMIZED TANKS:
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DATE:
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DRAWN BY: WCP
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W3000-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 4" 4" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 71" 71" LENGTH: 15'-6" 15'-6" WIDTH: 7'-9" 7'-9" BELOW INLET: 57" 57" LIQUID LEVEL: 50" 50" WEIGHT: BOTTOM 12,260 LBS.   COVER 8,350 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 58.94 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WLP1000—MR
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/27

BOTTOM: 3"

COVER: 5”

MANHOLE: 24” |.D. PRECAST CONCRETE RISER

HEIGHT: 53 1/4"

LENGTH: 8'-8"

WIDTH: 7'-2"

BELOW INLET: 42"

LIQUID LEVEL: 36"

WEIGHT: BOTTOM 6,790 LBS.
COVER 3,195 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 27.83 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wlp1000gi—mr
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REVIEW DATE
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WLP1000-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53 1/4" 53 1/4" LENGTH: 8'-8" 8'-8" WIDTH: 7'-2" 7'-2" BELOW INLET: 42" 42" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 6,790 LBS.  BOTTOM 6,790 LBS.         COVER 3,195 LBS.  LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 27.83 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WLP2000—MR
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 55"
LENGTH: 13'-8"
WIDTH: 8'-0"
BELOW INLET: 43"
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 14,060 LBS.
COVER 8,170 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 56.27 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR

IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP

SCALE: 1/4"

WIESER concaete
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REVIEWED BY
REVIEW DATE
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FOR APPROVAL
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APPROVAL DATE:
PRODUCTS NEEDED BY:
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SEPTIC MANUAL

SHEET NO.
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WLP2000-MR GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55" 55" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 43" 43" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 14,060 LBS.      COVER 8,170 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 56.27 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W850—P
TANK _SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2°

BOTTOM: 2 1/2"

COVER: 4"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 57" O.D.

LENGTH: 8-6" 0.D.

WIDTH: 5'-7" 0.D.

BELOW INLET: 46 1/2” O.D.

LIQUID LEVEL: 42"

WEIGHT: BOTTOM 4,580 LBS.
COVER 2,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.00 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 924 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1"=-0Q"
DRAWN BY: WCP
FILE: w850—p

SCALE: 1/4"
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SEPTIC MANUAL
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PRODUCTS NEEDED BY:

SHEET NO.
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W850-P TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 2 1/2" 2 1/2" COVER: 4" 4" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 57" O.D. 57" O.D.  O.D. LENGTH: 8'-6" O.D. 8'-6" O.D.  O.D. WIDTH: 5'-7" O.D. 5'-7" O.D.  O.D. BELOW INLET: 46 1/2" O.D. 46 1/2" O.D.  O.D. LIQUID LEVEL: 42" 42" WEIGHT: BOTTOM 4,580 LBS.         COVER 2,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.00 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 924 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP785—FDL
TANK _SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2°

BOTTOM: 2 1/2"

COVER: 5”

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 51" 0.D.

LENGTH: 8-1" 0.D.

WIDTH: 5'-1" O.D.

BELOW INLET: 41" 0.D.

LIQUID LEVEL: 36 1/2"

WEIGHT: BOTTOM 4,435 LBS.
COVER 2,565 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.50 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 828 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wlp785—fdl

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

WLP785—FDL
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WLP785-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 2 1/2" 2 1/2" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 51" O.D. 51" O.D.  O.D. LENGTH: 8'-1" O.D. 8'-1" O.D.  O.D. WIDTH: 5'-1" O.D. 5'-1" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36 1/2" 36 1/2" WEIGHT: BOTTOM 4,435 LBS.         COVER 2,565 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.50 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 828 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1250—-P
TANK _SPECIFICATIONS

DIMENSIONS:

WALL: 3"

BOTTOM: 3"

COVER: 6"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 53" O.D.

LENGTH: 10'-0" O.D.

WIDTH: 6'-9 5/8" 0.D.

BELOW INLET: 41" 0.D.

LIQUID LEVEL: 36"

WEIGHT: BOTTOM 6,778 LBS.
COVER 5,110 LBS.

INLET AND OUTLET:

4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 34.98 GAL/IN

HOLDING TANK:

OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,329 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK CAN BE USED AS:

SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wip1250—p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1250—-P
SEPTIC MANUAL

SHEET NO.
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WLP1250-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 10'-0" O.D. 10'-0" O.D.  O.D. WIDTH: 6'-9 5/8" O.D. 6'-9 5/8" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 6,778 LBS.         COVER 5,110 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 34.98 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,329 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1600—P
TANK _SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 53" O.D.
LENGTH: 12'-11 1/2" 0.D.
WIDTH: 6'-9 5/8" 0.D.
BELOW INLET: 41" 0.D.
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 10,035 LBS.

COVER 6,615 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 45.41 GAL/IN

HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,726 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

@ OPTIONAL 2” OUTLET 16" UP FROM
BOTTOM OF TANK

IPRE—POUR
IPOST—POUR

DATE:

REV.

1’-0

DRAWN BY: WCP
FILE: wlp1600—p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1600—-P
SEPTIC MANUAL

SHEET NO.
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WLP1600-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 12'-11 1/2" O.D. 12'-11 1/2" O.D.  O.D. WIDTH: 6'-9 5/8" O.D. 6'-9 5/8" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 10,035 LBS.         COVER 6,615 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 45.41 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,726 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WLP2000—-P
TANK SPECIFICATIONS

13_g” DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6"
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
—_— HEIGHT: 55" O.D.
AN} ““““““““““““““““ LENGTH: 13'—8” O.D.
. L . L , WIDTH: 8'—0" 0.D.
|—4" CAST-A-SEAL 4" CAST-A-SEALX WDTH: 80" 0D ..
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 15,295 LBS.
COVER 8,205 LBS.
INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET
INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

0
; Sl

DRAWN BY: WCP

SCALE: 1/4"

FILE: wip2000—p

BAFFLE (OTHER STATES SEE CHART)

% LIQUID CAPACITY: 56.27 GAL/IN
w ro-----cooooo--oooo-zzzozozzzX HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,138 GALLONS
JOP VIEW LOADING DESIGN: 8'—0" UNSATURATED SOIL
TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

|
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|
|
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AS

KEY NOTES:
/ @ CONCRETE OR EZ—SNAP RISERS

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00/00

WIESER concaete

e

@ (2 EA.) MANHOLE EACH END OR
(1 EA.) MANHOLE & (1 EA.) 4" COUPLER,
OPPOSITE ENDS

@ 5" THICK FLOOR OR 3" FLOOR WITH
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS
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WLP2000-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55" O.D. 55" O.D.  O.D. LENGTH: 13'-8" O.D. 13'-8" O.D.  O.D. WIDTH: 8'-0" O.D. 8'-0" O.D.  O.D. BELOW INLET: 55" O.D. 55" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 15,295 LBS.         COVER 8,205 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 56.27 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,138 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1450/950—-P
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 78" O.D.
LENGTH: 12'-2 1/4” 0.D.
WIDTH: 6'-7 1/4” 0.D.
BELOW INLET: 65” 0.D.
LIQUID LEVEL: 60"

WEIGHT: BOTTOM 15,060 LBS.
COVER 5,035 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 24.91 GAL/IN (SEPTIC)
16.20 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK CAN BE USED AS:

SEPTIC/SEPTIC, SEPTIC/PUMP

OR SEPTIC SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

APPROVAL DATE:
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AutoCAD SHX Text
W1450/950-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" 60" WEIGHT: BOTTOM 15,060 LBS.         COVER 5,035 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 24.91 GAL/IN (SEPTIC)  16.20 GAL/IN (PUMP) 16.20 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1000,/500—FDL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 53 1/2" 0.D.
LENGTH: 12'-5" O.D.
WIDTH: 6'—6" 0.D.
BELOW INLET: 42" 0.D.
LIQUID LEVEL: 37"

WEIGHT: BOTTOM 9,960 LBS.
COVER 5,040 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.18 GAL/IN (SEPTIC)
13.67 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:
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AutoCAD SHX Text
WLP1000/500-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53 1/2" O.D. 53 1/2" O.D.  O.D. LENGTH: 12'-5" O.D. 12'-5" O.D.  O.D. WIDTH: 6'-6" O.D. 6'-6" O.D.  O.D. BELOW INLET: 42" O.D. 42" O.D.  O.D. LIQUID LEVEL: 37" 37" WEIGHT: BOTTOM 9,960 LBS.         COVER 5,040 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.18 GAL/IN (SEPTIC)  13.67 GAL/IN (PUMP) 13.67 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1000,/600—P
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 53" O.D.
LENGTH: 12'-11 1/2” 0.D.
WIDTH: 6'-9 5/8" 0.D.
BELOW INLET: 41" 0.D.
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 10,585 LBS.
COVER 6,615 LBS.
INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.88 GAL/IN (SEPTIC)
16.83 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

@ OPTIONAL 2” OUTLET 16" UP FROM
BOTTOM OF TANK

IPRE—POUR

DATE:

IPOST—POUR

REV.

1"'-0"

SCALE: 1/4"

DRAWN BY: WCP

FILE: wlp1000—600 p

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00/00

800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1000-600 P

SEPTIC MANUAL

SHEET NO.
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WLP1000/600-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 12'-11 1/2" O.D. 12'-11 1/2" O.D.  O.D. WIDTH: 6'-9 5/8" O.D. 6'-9 5/8" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 10,585 LBS.         COVER 6,615 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.88 GAL/IN (SEPTIC)  16.83 GAL/IN (PUMP) 16.83 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1200,/800—P
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 53" O.D.
LENGTH: 13'-8" O.D.
WIDTH: 8'-0" 0.D.
BELOW INLET: 41" 0.D.
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 13,147 LBS.
COVER 8,205 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 33.48 GAL/IN (SEPTIC)
22.24 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1"-0
DRAWN BY: WCP
FILE: wlp1200—-800 p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1200-800 P
SEPTIC MANUAL

SHEET NO.
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WLP1200/800-P TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 13'-8" O.D. 13'-8" O.D.  O.D. WIDTH: 8'-0" O.D. 8'-0" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 13,147 LBS.         COVER 8,205 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 33.48 GAL/IN (SEPTIC)  22.24 GAL/IN (PUMP) 22.24 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR

SIDE_VIEW

EXCEED ASTM C—1227 REQUIREMENTS

WLP1280,/800—FDL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3 1/4"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 54 1/2” 0.D.
LENGTH: 14'-7" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 43" 0.D.
LIQUID LEVEL: 38"
WEIGHT: BOTTOM 11,620 LBS.
COVER 6,380 LBS.
INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

(OTHER STATES SEE CHART)

LIQUID CAPACITY: 33.44 GAL/IN (SEPTIC)
20.60 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

@ OPTIONAL 2" OUTLET 16" UP FROM
BOTTOM OF TANK

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:
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AutoCAD SHX Text
WLP1280/800-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3 1/4" 3 1/4" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 54 1/2" O.D. 54 1/2" O.D.  O.D. LENGTH: 14'-7" O.D. 14'-7" O.D.  O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. BELOW INLET: 43" O.D. 43" O.D.  O.D. LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 11,620 LBS.         COVER 6,380 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 33.44 GAL/IN (SEPTIC)  20.60 GAL/IN (PUMP) 20.60 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
FILTER OR BAFFLE

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" VENT

AutoCAD SHX Text
PUMP PAD

AutoCAD SHX Text
KEY NOTES:    CONCRETE OR EZ-SNAP RISERS CONCRETE OR EZ-SNAP RISERS    OPTIONAL 2" OUTLET 16" UP FROM OPTIONAL 2" OUTLET 16" UP FROM BOTTOM OF TANK

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
wlp1280-800 fdl

AutoCAD SHX Text
WLP1280-800 FDL SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


12'=24

4” CAST—A—SEAL—\ 4” CAST—A—SEAL

: r,:::::::::‘:: —_‘—_—_—_—_—_—_—_—_—_—_I-l
(! 1
(! Ly
| : b:‘ : |a
1 — 95 :q- |
| 77N\ ¢ 3 |
o W ON<® L g !
R uf ) ° T 0=
© . S i
== Vi I
i 10"x6"~ || IlIN-FILTER OR i
%| FLOW THRU : : |H| BAFFLE |[
L‘:.__:::.__:______.__:I*_E jup—— ; ﬁJZ_ piapiepsiepep __________JJ “
TOP VIEW
a
&
2?5
8 [4" VENT
o
- I I Y
j) £
'__—f'-ET =5 - s — A OUTLET
o | L I S Kn
25T T | b
X o, I Ll . o Il a,
% < | o L LN g i
™~ h | o> Il ey 5 I .
© | |"| |+ o © | B
I H s | Sy I
I Lo I- |
37— e I I |
| 1 121 I
 E L __ L,__V___l'|_ - —_—t

SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1450/950—P TRIPLE
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 78" O.D.
LENGTH: 12'-2 1/4” 0.D.
WIDTH: 6'-7 1/4” 0.D.
BELOW INLET: 65” 0.D.
LIQUID LEVEL: 60"

WEIGHT: BOTTOM 15,060 LBS.
COVER 5,035 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 16.70 GAL/IN (SEPTIC)
7.28 GAL/IN (SEPTIC)
16.20 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= -0

FILE: w1450—950 triple p

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1450—-950 TRIPLE P
SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
W1450/950-P TRIPLE TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" 60" WEIGHT: BOTTOM 15,060 LBS.         COVER 5,035 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 16.70 GAL/IN (SEPTIC)  7.28 GAL/IN (SEPTIC) 7.28 GAL/IN (SEPTIC)  16.20 GAL/IN (PUMP) 16.20 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WLP1000,/500—FDL TRIPLE
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
4" CAST-A—SEAL— 4" CAST—A-SEAL BOTTOM: 3"
Nt e e e e o s == : COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 53 1/2" 0.D.
LENGTH: 12'-5" O.D.
WIDTH: 6'—6" 0.D.
BELOW INLET: 42" 0.D.
LIQUID LEVEL: 37"
WEIGHT: BOTTOM 9,960 LBS.
COVER 5,040 LBS.

12'-5"

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

6'—6"
=)
-0

FLOW TRU INLET AND OUTLET:

|

|

~:: 10"x6"
|

‘!A—_,—:::,:;—T:A:u—_____,.___qdnt._a — ; 4” CAST-A-SEAL BOOT OR EQUAL GASKET

SCALE: 1/4"
DRAWN BY: WCP

FILE: wip1000—-500 triple fdl

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
ToP VIEW (OTHER STATES SEE CHART)

LIQUID CAPACITY: 13.59 GAL/IN (SEPTIC)
13.59 GAL/IN (SEPTIC)
13.67 GAL/IN (PUMP)

AS
REQUIRED

4" VENT LOADING DESIGN: 8—0" UNSATURATED SOIL

- | TANK CAN BE USED AS:
n SEPTIC/SEPTIC, SEPTIC/PUMP
4 @@ @ — ‘ o E OR SEPTIC/SIPHON

800—-325—-8456

il
s
|

INLET OUTLET COVER: MIX DESIGN #8 (NO FIBER)

| TANK: MIX DESIGN #9 (SMALL FIBER)
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WLP1000/500-FDL TRIPLE TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53 1/2" O.D. 53 1/2" O.D.  O.D. LENGTH: 12'-5" O.D. 12'-5" O.D.  O.D. WIDTH: 6'-6" O.D. 6'-6" O.D.  O.D. BELOW INLET: 42" O.D. 42" O.D.  O.D. LIQUID LEVEL: 37" 37" WEIGHT: BOTTOM 9,960 LBS.         COVER 5,040 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 13.59 GAL/IN (SEPTIC)  13.59 GAL/IN (SEPTIC) 13.59 GAL/IN (SEPTIC)  13.67 GAL/IN (PUMP) 13.67 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1000/600—P TRIPLE
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 53" O.D.
LENGTH: 12'-11 1/2” 0.D.
WIDTH: 6'-9 5/8" 0.D.
BELOW INLET: 41" 0.D.
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 10,920 LBS.
COVER 6,280 LBS.
INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

(OTHER STATES SEE CHART)

LIQUID CAPACITY: 22.03 GAL/IN (SEPTIC)
5.85 GAL/IN (SEPTIC)
16.83 GAL/IN (SEPTIC)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

@ OPTIONAL 2” OUTLET 16" UP FROM
BOTTOM OF TANK

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wlp1000—800 triple p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
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REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1000—-600 TRIPLE P
SEPTIC MANUAL

SHEET NO.
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WLP1000/600-P TRIPLE TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 12'-11 1/2" O.D. 12'-11 1/2" O.D.  O.D. WIDTH: 6'-9 5/8" O.D. 6'-9 5/8" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 10,920 LBS.         COVER 6,280 LBS.  LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 22.03 GAL/IN (SEPTIC)  5.85 GAL/IN (SEPTIC) 5.85 GAL/IN (SEPTIC)  16.83 GAL/IN (SEPTIC) 16.83 GAL/IN (SEPTIC) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1280,/800—FDL TRIPLE
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 54 1/2” 0.D.
LENGTH: 14'-7" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 43" 0.D.
LIQUID LEVEL: 38"
WEIGHT: BOTTOM 11,620 LBS.
COVER 6,380 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

(OTHER STATES SEE CHART)

LIQUID CAPACITY: 21.52 GAL/IN (SEPTIC)
10.68 GAL/IN (SEPTIC)
20.60 GAL/IN (SEPTIC)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:

IPOST—POUR:

DATE:

REV.

= -0
DRAWN BY: WCP

SCALE: 1/4"

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1280—-800 TRIPLE FDL
SEPTIC MANUAL

SHEET NO.

FILE: wip1280—800 triple fdl
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WLP1280/800-FDL TRIPLE TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 54 1/2" O.D. 54 1/2" O.D.  O.D. LENGTH: 14'-7" O.D. 14'-7" O.D.  O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. BELOW INLET: 43" O.D. 43" O.D.  O.D. LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 11,620 LBS.         COVER 6,380 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.52 GAL/IN (SEPTIC)  10.68 GAL/IN (SEPTIC) 10.68 GAL/IN (SEPTIC)  20.60 GAL/IN (SEPTIC) 20.60 GAL/IN (SEPTIC) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

W850—P GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2"

BOTTOM: 2 1/2"

COVER: 4"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 57" 0.D.

LENGTH: 8'-6" 0.D.

WIDTH: 5’-7" 0.D.

BELOW INLET: 46 1/2" 0.D.

LIQUID LEVEL: 42"

WEIGHT: BOTTOM 4,580 LBS.
COVER 2,030 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 21.00 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #B8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: w850qi—p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

W850GI—-P

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

W1000—P GREASE INTERCEPTOR

TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2"

BOTTOM: 2 1/2"

COVER: 4"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 57 1/2” 0.D.

LENGTH: 10'-1" 0O.D.

WIDTH: 5’-7" 0.D.

BELOW INLET: 46 1/2" 0.D.

LIQUID LEVEL: 42"

WEIGHT: BOTTOM 6,155 LBS.
COVER 2,545 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 26.00 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #B8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: w1000gi—p

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W1000GI-P
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W1000-P GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 2 1/2" 2 1/2" COVER: 4" 4" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 57 1/2" O.D. 57 1/2" O.D.  O.D. LENGTH: 10'-1" O.D. 10'-1" O.D.  O.D. WIDTH: 5'-7" O.D. 5'-7" O.D.  O.D. BELOW INLET: 46 1/2" O.D. 46 1/2" O.D.  O.D. LIQUID LEVEL: 42" 42" WEIGHT: BOTTOM 6,155 LBS.            COVER 2,545 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 26.00 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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- WEIGHT: BOTTOM 6,778 LBS.
COVER 5,110 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

DRAWN BY: WCP

SCALE: 1/4"

FILE: wlp1250gi—p

T SR INLET AND OUTLET BAFFLES:
AS SHOWN

TOP VIEW LIQUID CAPACITY: 34.98 GAL/IN
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WLP1250-P GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 10'-0" O.D. 10'-0" O.D.  O.D. WIDTH: 6'-9 5/8" O.D. 6'-9 5/8" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 6,778 LBS.            COVER 5,110 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 34.98 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

WLP2000—P GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3”
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 53" 0.D.
LENGTH: 13'-8" 0.D.
WIDTH: 8'-Q0" 0.D.
BELOW INLET: 41" O.D.
LIQUID LEVEL: 36"
WEIGHT: BOTTOM 15,295 LBS.
COVER 8,205 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 56.27 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #B8 (NO FIBER)
TANK: MIX DESIGN #10 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP

SCALE: 1/4"

FILE: wip2000gi—p
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WLP2000-P GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 53" O.D. 53" O.D.  O.D. LENGTH: 13'-8" O.D. 13'-8" O.D.  O.D. WIDTH: 8'-0" O.D. 8'-0" O.D.  O.D. BELOW INLET: 41" O.D. 41" O.D.  O.D. LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 15,295 LBS.            COVER 8,205 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 56.27 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W4200
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 5”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 98 1/2"
LENGTH: 13'-8"
WIDTH: 8'-0"
BELOW INLET: 79"
LIQUID LEVEL: 72”
WEIGHT: 13,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 58.85 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 4,355 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

DRAWN BY: WCP
FILE: w4200

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
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W4200 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 98 1/2" 98 1/2" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 13,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 58.85 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 4,355 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W5000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 5”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 89 1/2"
LENGTH: 15'-2 3/4"
WIDTH: 8'-4 3/4”
BELOW INLET: 79"
LIQUID LEVEL: 72”
WEIGHT: 14,350 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 70.06 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 5,184 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W5000 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 89 1/2" 89 1/2" LENGTH: 15'-2 3/4" 15'-2 3/4" WIDTH: 8'-4 3/4" 8'-4 3/4" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 14,350 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 70.06 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 5,184 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W6000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8"

LENGTH: 19'-10 3/8"

WIDTH: 11'=10 3/8"

BELOW INLET: 60"

LIQUID LEVEL: 53 1/2"

WEIGHT: 22,800 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 124.85 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 6,367 GALLONS
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE
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AutoCAD SHX Text
W6000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 60" 60" LIQUID LEVEL: 53 1/2" 53 1/2" WEIGHT: 22,800 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 124.85 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 6,367 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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AutoCAD SHX Text
W6010 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 112" 112" LENGTH: 15'-3 7/8" 15'-3 7/8" WIDTH: 8'-5 7/8" 8'-5 7/8" BELOW INLET: 92" 92" LIQUID LEVEL: 85" 85" WEIGHT: 15,050 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 70.71 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 6,152 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W7700
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8"

LENGTH: 19'-10 3/8"

WIDTH: 11'=10 3/8"

BELOW INLET: 69"

LIQUID LEVEL: 63"

WEIGHT: 22,800 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 122.22 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 8,000 GALLONS
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

SCALE: 1/4" = 1'=Q"
DRAWN BY: WCP
FILE: w7700

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE
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FOR APPROVAL

APPROVED BY:

W7700
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W7700 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 69" 69" LIQUID LEVEL: 63" 63" WEIGHT: 22,800 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 122.22 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 8,000 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS o

W9100
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’-0"

BELOW INLET: 84"

LIQUID LEVEL: 77 1/2"

WEIGHT: 29,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 126.90 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 9,518 GALLONS
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

FILE: w9100

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

800—-325—-8456

REVIEWED BY
REVIEW DATE

W39100

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W9100 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 112 5/8" 112 5/8" LENGTH: 20'-0" 20'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 84" 84" LIQUID LEVEL: 77 1/2" 77 1/2" WEIGHT: 29,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 126.90 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 9,518 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS o

W10000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’-0"

BELOW INLET: 92"

LIQUID LEVEL: 85 1/2"

WEIGHT: 29,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 127.43 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 10,577 GALLONS
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

1'-0"

SCALE: 1/4"

DRAWN BY: WCP

FILE: w10000

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

800—-325—-8456

REVIEWED BY
REVIEW DATE

W10000

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W10000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 112 5/8" 112 5/8" LENGTH: 20'-0" 20'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 92" 92" LIQUID LEVEL: 85 1/2" 85 1/2" WEIGHT: 29,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 127.43 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 10,577 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS He

W12000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’-0"

BELOW INLET: 104

LIQUID LEVEL: 98 1/2"

WEIGHT: 29,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 126.90 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 12,055 GALLONS
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

FILE: w12000

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

WIESER concaete

800—-325—-8456

REVIEWED BY
REVIEW DATE

W12000

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W12000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 112 5/8" 112 5/8" LENGTH: 20'-0" 20'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 104" 104" LIQUID LEVEL: 98 1/2" 98 1/2" WEIGHT: 29,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 126.90 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 12,055 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS

W18000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST
CONCRETE RISER

HEIGHT: 112"

LENGTH: 30’-0"

WIDTH: 12°-0"

BELOW INLET; 98"

LIQUID LEVEL: 92 1/2”

WEIGHT: 42,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 194.63 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 18,393 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

1'—0" |REV.

DRAWN BY: WCP
FILE: w18000

SCALE: 3/16”

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W18000
SEPTIC MANUAL

SHEET NO.
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W18000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 112" 112" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 98" 98" LIQUID LEVEL: 92 1/2" 92 1/2" WEIGHT: 42,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 194.63 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 18,393 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS

W20000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST

CONCRETE RISER

HEIGHT: 136"

LENGTH: 30’-0"

WIDTH: 12°-0"

BELOW INLET; 114"

LIQUID LEVEL: 108 1/2"

WEIGHT: 42,000 LBS.
PER TOP OR BOTTOM SECTION
12,600 LBS. FOR MIDDLE SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 194.63 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED

ACTUAL CAPACITY: 18,393 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

1'—0" | REV.

SCALE: 3/16"
DRAWN BY: WCP
FILE: w20000

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

W20000

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

SEPTIC MANUAL

SHEET NO.
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W20000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 136" 136" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 114" 114" LIQUID LEVEL: 108 1/2" 108 1/2" WEIGHT: 42,000 LBS.  PER TOP OR BOTTOM SECTION 12,600 LBS. FOR MIDDLE SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 194.63 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 18,393 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6” RIBBED
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IPRE—POUR:
IPOST—POUR:

MANHOLE: 24" |.D. PRECAST

DATE:

|

Il | CONCRETE RISER
] 4" CAST—A—-SEAL 11 HEIGHT: 160"
- LENGTH: 30’-0"
ZEES WIDTH: 12°-0"
H BELOW INLET; 138"
Oar LIQUID LEVEL: 132 1/2"

= WEIGHT: 42,000 LBS.

Jb—Jb—-J PER TOP OR BOTTOM SECTION
25,200 LBS. FOR MIDDLE SECTION
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SCALE: 3/16
DRAWN BY: WCP

FILE: w25000

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
TOP VIEW (OTHER STATES SEE CHART)

AS
REQUIRED

LIQUID CAPACITY: 194.63 GAL/IN

30’
z HOLDING TANK:
o OUTLET HOLE PLUGGED
- |- ‘ o h ACTUAL CAPACITY: 26,178 GALLONS

: s ¥ s A it i it Ml A it ¥ Al S U At U Al - B

INLET = iy OUTLET
E - )

i ™S

|

LOADING DESIGN: 8—0" UNSATURATED SOIL

800—-325—-8456

TANK CAN BE USED AS:

0
<
© SEPTIC / HOLDING / PUMP OR SIPHON

P 36"
W3716 US HWY 10, MAIDEN ROCK, Wl 54750 |DATE: 00/00/00

WIESER concaete

e

S|~ S

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT
WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS



AutoCAD SHX Text
W25000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 160" 160" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 138" 138" LIQUID LEVEL: 132 1/2" 132 1/2" WEIGHT: 42,000 LBS.  PER TOP OR BOTTOM SECTION 25,200 LBS. FOR MIDDLE SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 194.63 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 26,178 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W38000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" I.D. PRECAST
CONCRETE RISER

HEIGHT: 140"

LENGTH: 40'-0"

WIDTH: 14'-0"

BELOW INLET: 131"

LIQUID LEVEL: 125 1/2"

WEIGHT: 70,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 305.12 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 38,903 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:
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W38000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST     CONCRETE RISER CONCRETE RISER HEIGHT: 140" 140" LENGTH: 40'-0" 40'-0" WIDTH: 14'-0" 14'-0" BELOW INLET: 131" 131" LIQUID LEVEL: 125 1/2" 125 1/2" WEIGHT: 70,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 305.12 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 38,903 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP2500
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 55 1/4”
LENGTH: 15'-3 1/4”
WIDTH: 8'-5 1/4”
BELOW INLET: 43"

LIQUID LEVEL: 36"
WEIGHT: BOTTOM 15,527 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 69.44 GAL/IN

HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,639 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS
@ (2 EA.) MANHOLE EACH END OR

(1 EA.) MANHOLE & (1 EA.) 4” COUPLER
OPPOSITE ENDS

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wip2500

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP2500
SEPTIC MANUAL

SHEET NO.
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WLP2500 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 55 1/4" 55 1/4" LENGTH: 15'-3 1/4" 15'-3 1/4" WIDTH: 8'-5 1/4" 8'-5 1/4" BELOW INLET: 43" 43" LIQUID LEVEL: 36" 36" WEIGHT: BOTTOM 15,527 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 69.44 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,639 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WLP3000
15'=4" TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"

N BOTTOM: 5"

Y COVER: 6"

|

|

|

IPRE—POUR:
IPOST—POUR:

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

4” CAST—A-SEAL 4" CAST—A—SEAL "
: ; HEIGHT: 62 3/4
N LENGTH: 15'-4"
| (Drl

@ WIDTH: 8&'-6"

- - < , ”

© AL \ BELOW INLET: 50

) ] 'm 3 LIQUID LEVEL: 43"

00 \ j WEIGHT: BOTTOM 15,980 LBS.
) COVER 9,300 LBS.

DATE:

REV.

1"'-0"

FILTER OR
BAFFLE

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

|

|

|

|

L INLET AND OUTLET BAFFLE AND FILTER:
i WISCONSIN, SEE DETAIL #10

DRAWN BY: WCP

SCALE: 1/4"

FILE: wip3000

(OTHER STATES SEE CHART)
LIQUID CAPACITY: 69.77 GAL/IN

TOP VIEW HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 3,140 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:

SEPTIC / HOLDING / PUMP OR SIPHON
COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

‘ _/I . CUSTOMIZED TANKS:
o - - - ——:hﬁ & FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:

AS

REQUIRED
800—-325-8456

6"

|

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00/00

WIESER concaete

INLET ——
%

= —— OUTLET

—m

@ CONCRETE OR EZ—SNAP RISERS

@ (2 EA.) MANHOLE EACH END OR
(1 EA.) MANHOLE & (1 EA.) 4" COUPLER
OPPOSITE ENDS

623"
50"

UP 53"
4” CAS
up 74
4” CAS
48"

i REVIEWED BY
o REVIEW DATE

DRAWINGS SUBMITTED
SIDE_VIEW FOR APPROVAL

WLP3000
SEPTIC MANUAL

APPROVED BY: SHEET NO.
APPROVAL DATE: 1
PRODUCTS NEEDED BY: / 1

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS



AutoCAD SHX Text
WLP3000 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 62 3/4" 62 3/4" LENGTH: 15'-4" 15'-4" WIDTH: 8'-6" 8'-6" BELOW INLET: 50" 50" LIQUID LEVEL: 43" 43" WEIGHT: BOTTOM 15,980 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 69.77 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 3,140 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W700,/5300
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8"

LENGTH: 19'-10 3/8"

WDTH: 11’'-10 3/8"

BELOW INLET: 60"

LIQUID LEVEL: 54 1/2” (COMP. 1)

LIQUID LEVEL: 53 1/2” (COMP. 2)

WEIGHT: 26,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 14.02 GAL/IN (SEPTIC)
109.77 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL
TANK CAN BE USED AS:

SEPTIC/SEPTIC, SEPTIC/PUMP,

OR SEPTIC/SIPHON
TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

FILE: w700—5300

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

WIESER concaete

800—-325—-8456

REVIEWED BY
REVIEW DATE

W700-5300

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W700/5300 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 60" 60" LIQUID LEVEL: 54 1/2" (COMP. 1) LIQUID LEVEL: 53 1/2" (COMP. 2) 53 1/2" (COMP. 2)  (COMP. 2) WEIGHT: 26,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 14.02 GAL/IN (SEPTIC)     109.77 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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13'-8" TANK SPECIFICATIONS 3
a |
s ” | (%
12'-3 DIMENSIONS: ] 3
WALL: 3" SCE _—
- BOTTOM: 5"
COVER: 5" g
MANHOLE: 24" I.D. PRECAST CONCRETE RISER <
HEIGHT: 98 1/2"
LENGTH: 13'-8" .
WIDTH: 8-0" &
. BELOW INLET: 79" .
w 1 3 LIQUID LEVEL: 72° o
© WEIGHT: 13,200 LBS. PER SECTION “lalgl8
ol 2 &
INLET AND OUTLET: 5 f_ 8| 3
FILTER OR 4" CAST-A-SEAL BOOT OR EQUAL GASKET S e gl e
BAFFLE alz| S| 3
________________ N INLET AND OUTLET BAFFLE AND FILTER: HEHEE
e —— WISCONSIN, SEE DETAIL #10 7 & 3| &
| — | (OTHER STATES SEE CHART) l_'.__l 3
| |
LIQUID CAPACITY: 22.89 GAL/IN (SEPTIC) TR
TOP_VIEW 34.53 GAL/IN (PUMP) =
o [t
@ HOLDING TANK: — R
T OUTLET HOLE PLUGGED [— el
<3 o /47 VENT ACTUAL CAPACITY: 4,134 GALLONS e3o |
| LOADING DESIGN: 8'—0" UNSATURATED SOIL = 5™
n 1 e
&____J] ‘Elt____ { L TANK CAN BE USED AS: i S
’j SO |1 | I D ____jﬂq SEPTIC/SEPTIC, SEPTIC/PUMP, SEPTIC/SIPHON, &R:s
| e 1 OR HOLDING Bl 2
INLET — -&—=1 - H— _ )
o il —%— - -- -|- '“l: = - OUTLET TANK: MIX DESIGN #9 (SMALL FIBER) E 5
s < ] 14 =
| N L i CUSTOMIZED TANKS:
! Ll \ FOR CUSTOM TANKS CONTACT WIESER CONCRETE
S ,' I A |
3 . ! A 3 - | ] N
o e | e S N 1 e 2
~ 53 . MR h b N 8 >
an, i T R 1 I 5 =2
> ‘ <+ l' 'l S+ | S <|3 s
S o | REVIEWED BY 2 o
(D AR FE—— Y R O N St REVIEW DATE T o
0
11, DRAWINGS SUBMITTED
I FOR APPROVAL
APPROVED BY:
SIDE VIEW SHEET NO.
APPROVAL DATE: 1
OF
PRODUCTS NEEDED BY: / 1
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS ——



AutoCAD SHX Text
W1650/2500 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 98 1/2" 98 1/2" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 13,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 22.89 GAL/IN (SEPTIC)     34.53 GAL/IN (PUMP) HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 4,134 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, SEPTIC/SIPHON, OR HOLDING  TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W3000,/1800
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5"
COVER: 5"
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 89 1/2"
LENGTH: 15'-2 3/4"
WIDTH: 8'-4 3/4"
BELOW INLET: 79"
LIQUID LEVEL: 727
WEIGHT: 15,300 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)
25.00 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

- o
DRAWN BY: WCP
FILE: w3000—1800

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

W3000—-1800

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

SEPTIC MANUAL

SHEET NO.
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W3000/1800 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 89 1/2" 89 1/2" LENGTH: 15'-2 3/4" 15'-2 3/4" WIDTH: 8'-4 3/4" 8'-4 3/4" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 15,300 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)     25.00 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W3000,/3000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8”

LENGTH: 19'-10 3/8"

WIDTH: 11'-10 3/8"

BELOW INLET: 60"

LIQUID LEVEL: 55" (COMP. 1)

LIQUID LEVEL: 53 1/2” (COMP. 2)

WEIGHT: 26,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 62.43 GAL/IN (SEPTIC)
62.43 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= -0
FILE: w3000—3000

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

W3000—-3000
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W3000/3000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 60" 60" LIQUID LEVEL: 55" (COMP. 1) 55" (COMP. 1)  (COMP. 1) LIQUID LEVEL: 53 1/2" (COMP. 2) 53 1/2" (COMP. 2)  (COMP. 2) WEIGHT: 26,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 62.43 GAL/IN (SEPTIC)     62.43 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W3800,/2200
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8”

LENGTH: 19'-10 3/8"

WIDTH: 11'-10 3/8"

BELOW INLET: 60"

LIQUID LEVEL: 54 1/2" (COMP. 1)

LIQUID LEVEL: 53 1/2” (COMP. 2)
WEIGHT: 26,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10

(OTHER STATES SEE CHART)

LIQUID CAPACITY: 77.86 GAL/IN (SEPTIC)
45.46 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

W3800-2200
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.

FILE: w3800—2200
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W3800/2200 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 60" 60" LIQUID LEVEL: 54 1/2" (COMP. 1) 54 1/2" (COMP. 1)  (COMP. 1) LIQUID LEVEL: 53 1/2" (COMP. 2) 53 1/2" (COMP. 2)  (COMP. 2) WEIGHT: 26,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 77.86 GAL/IN (SEPTIC)     45.46 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W3800,/3800
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8”

LENGTH: 19'-10 3/8"

WIDTH: 11'-10 3/8"

BELOW INLET: 69"

LIQUID LEVEL: 63"

WEIGHT: 26,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 60.48 GAL/IN (SEPTIC)
60.48 GAL/IN (PUMP)

LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

FILE: w3800—3800

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

WIESER concaete

800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

W3800—-3800
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
W3800/3800 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 69" 69" LIQUID LEVEL: 63" 63" WEIGHT: 26,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 60.48 GAL/IN (SEPTIC)     60.48 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS o

W4500,/4500
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’'-0"

BELOW INLET: 84~

LIQUID LEVEL: 79" (COMP. 1)

LIQUID LEVEL: 77 1/2" (COMP. 2)

WEIGHT: 33,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 62.50 GAL/IN (SEPTIC)
62.50 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

1'-0"

SCALE: 1/4"

DRAWN BY: WCP

FILE: w4500—4500

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

REVIEWED BY
REVIEW DATE

W4500-4500

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W4500/4500 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 112 5/8" 112 5/8" LENGTH: 20'-0" 20'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 84" 84" LIQUID LEVEL: 79" (COMP. 1) 79" (COMP. 1)  (COMP. 1) LIQUID LEVEL: 77 1/2" (COMP. 2) 77 1/2" (COMP. 2)  (COMP. 2) WEIGHT: 33,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 62.50 GAL/IN (SEPTIC)     62.50 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS

W10000 /10000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST

CONCRETE RISER

HEIGHT: 136"

LENGTH: 30'-0"

WIDTH: 12°-0"

BELOW INLET: 114"

LIQUID LEVEL: 108 1/2"

WEIGHT: 45,000 LBS.
PER TOP OR BOTTOM SECTION
12,600 LBS. FOR MIDDLE SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 97.32 GAL/IN (SEPTIC)
97.32 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

1'—0" | REV.

FILE: w10000—10000

SCALE: 3/16"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W10000—-10000
SEPTIC MANUAL

SHEET NO.
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W10000/10000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 136" 136" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 114" 114" LIQUID LEVEL: 108 1/2" 108 1/2" WEIGHT: 45,000 LBS.  PER TOP OR BOTTOM SECTION 12,600 LBS. FOR MIDDLE SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 97.32 GAL/IN (SEPTIC)        97.32 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W12500 /12500
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST

CONCRETE RISER

HEIGHT: 160"

LENGTH: 30'-0"

WIDTH: 12°-0"

BELOW INLET: 138"

LIQUID LEVEL: 132 1/2"

WEIGHT: 45,000 LBS.
PER TOP OR BOTTOM SECTION
25,200 LBS. FOR MIDDLE SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 97.32 GAL/IN (SEPTIC)
97.32 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

= 1'-0" |REV.

SCALE: 3/16"

DRAWN BY: WCP

FILE: w12500—12500

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W12500-12500

SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
W12500/12500 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 160" 160" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 138" 138" LIQUID LEVEL: 132 1/2" 132 1/2" WEIGHT: 45,000 LBS.  PER TOP OR BOTTOM SECTION 25,200 LBS. FOR MIDDLE SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 97.32 GAL/IN (SEPTIC)        97.32 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W19000,/19000
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9" RIBBED

COVER: 9" RIBBED

MANHOLE: 24" I.D. PRECAST
CONCRETE RISER

HEIGHT: 140"

LENGTH: 40'-0"

WIDTH: 14'-0"

BELOW INLET: 131"

LIQUID LEVEL: 125 1/2”

WEIGHT: 72,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 150.80 GAL/IN (SEPTIC)
150.80 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: w19000—19000

SCALE: 1/8"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W19000-19000
SEPTIC MANUAL

SHEET NO.
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W19000/19000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST     CONCRETE RISER CONCRETE RISER HEIGHT: 140" 140" LENGTH: 40'-0" 40'-0" WIDTH: 14'-0" 14'-0" BELOW INLET: 131" 131" LIQUID LEVEL: 125 1/2" 125 1/2" WEIGHT: 72,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 150.80 GAL/IN (SEPTIC)     150.80 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WLP1585,/950
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5"
COVER: 6"
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 56"
LENGTH: 15'-3 3/8"
WIDTH: 8'-5 3/8"
BELOW INLET: 45"
LIQUID LEVEL: 38"
WEIGHT: BOTTOM 15,977 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)
25.00 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

OPTIONAL 2" OUTLET 16" UP FROM
BOTTOM OF TANK

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
FILE: wlp1585—950

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP1585-950
SEPTIC MANUAL

SHEET NO.
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WLP1585/950 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 56" 56" LENGTH: 15'-3 3/8" 15'-3 3/8" WIDTH: 8'-5 3/8" 8'-5 3/8" BELOW INLET: 45" 45" LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 15,977 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 41.67 GAL/IN (SEPTIC)     25.00 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WLP1800,/1100
15'=4" TANK SPECIFICATIONS

n DIMENSIONS:

<. a . 22 o P - WALL: 3"

— BOTTOM: 5"

COVER: 6"

MANHOLE: 24” I.D. PRECAST CONCRETE RISER

HEIGHT: 62 3/4"

LENGTH: 15'—4"

WIDTH: 8'—6"

BELOW INLET: 50”

LIQUID LEVEL: 43"

WEIGHT: BOTTOM 18,017 LBS.
COVER 9,300 LBS.

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

FILTER OR
BAFFLE INLET AND OUTLET:

4” CAST—A-SEAL BOOT OR EQUAL GASKET

DRAWN BY: WCP

SCALE: 1/4"

\ )______________T ______ i o INLET AND OUTLET BAFFLE AND FILTER:

FILE: wlp1800—1100

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

TOP VIEW LIQUID CAPACITY: 41.86 GAL/IN (SEPTIC)
25.58 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP,
OR SEPTIC/SIPHON

AS

REQUIRED
800—-325-8456

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

oy

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00/00

WIESER concaete

CUSTOMIZED TANKS:
UTLET FOR CUSTOM TANKS CONTACT WIESER CONCRETE

LET — &
%

KEY NOTES:
@ CONCRETE OR EZ—SNAP RISERS

@ OPTIONAL 2" OUTLET 16" UP FROM
A BOTTOM OF TANK
R e e Sl

i REVIEWED BY
o REVIEW DATE

DRAWINGS SUBMITTED
SIDE_VIEW FOR APPROVAL
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WLP1800—-1100
SEPTIC MANUAL

APPROVED BY: SHEET NO.
APPROVAL DATE: 1
PRODUCTS NEEDED BY: / 1

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS
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WLP1800/1100 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 62 3/4" 62 3/4" LENGTH: 15'-4" 15'-4" WIDTH: 8'-6" 8'-6" BELOW INLET: 50" 50" LIQUID LEVEL: 43" 43" WEIGHT: BOTTOM 18,017 LBS.   COVER 9,300 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 41.86 GAL/IN (SEPTIC)     25.58 GAL/IN (PUMP)   LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP, OR SEPTIC/SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
FILTER OR BAFFLE

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
4" VENT

AutoCAD SHX Text
KEY NOTES:    CONCRETE OR EZ-SNAP RISERS CONCRETE OR EZ-SNAP RISERS    OPTIONAL 2" OUTLET 16" UP FROM OPTIONAL 2" OUTLET 16" UP FROM BOTTOM OF TANK 

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
wlp1800-1100

AutoCAD SHX Text
WLP1800-1100 SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


13'-8”
12'=3
B I IS, -
:: 4” CAST—A—SEAL ::
|
)ﬁ/_ X
I L
0 —H |
1i N
| 124 |
I g !
| !
(! ’ L
(! L
y Lt
1 O
TOP VIEW
[m)
&
ggg 13'-8”
o 4” VENT
{ . T
INLET —i- = - _—__:_______L'__‘_:___*___::;Ql
B[] i ‘1
<t O | :';f |
as | < |
s~ | |
=N ‘ ,' e A g
5> o ! 3 3 |
ve] Al |
" X i
N St |
Bl < |
| < |
| |
" \‘_ |
3 _—‘K,_A__? _____________ ST e _)4‘
0
12'=3"
SIDE_VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W5140 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 5”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 98 1/2"
LENGTH: 13'-8"
WIDTH: 8'-0"
BELOW INLET: 89"
LIQUID LEVEL: 84"
WEIGHT: 13,200 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

LIQUID CAPACITY: 58.85 GAL/IN
HOLDING TANK:

NO OUTLET HOLE

ACTUAL CAPACITY: 5,140 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
HOLDING TANK

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W5140 HOLDING TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 98 1/2" 98 1/2" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 89" 89" LIQUID LEVEL: 84" 84" WEIGHT: 13,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET LIQUID CAPACITY: 58.85 GAL/IN HOLDING TANK: NO OUTLET HOLE ACTUAL CAPACITY: 5,140 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: HOLDING TANK TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W7000 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 3”

BOTTOM: 5"

COVER: 5”

MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 112"

LENGTH: 15'-3 7/8"

WIDTH: 8'-5 7/8"

BELOW INLET: 101"

LIQUID LEVEL: 96"

WEIGHT: 15,980 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

LIQUID CAPACITY: 70.71 GAL/IN

HOLDING TANK:

OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 7,000 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:

HOLDING

COVER: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W7000 HOLDING TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 112" 112" LENGTH: 15'-3 7/8" 15'-3 7/8" WIDTH: 8'-5 7/8" 8'-5 7/8" BELOW INLET: 101" 101" LIQUID LEVEL: 96" 96" WEIGHT: 15,980 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET LIQUID CAPACITY: 70.71 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 7,000 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: HOLDING COVER: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

CENTER OF
ROLL OVER
PLUG

WB000 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 77 5/8"

LENGTH: 19'-10 3/8"

WIDTH: 11'=10 3/8"

BELOW INLET: 69"

LIQUID LEVEL: 65 1/2"

WEIGHT: 22,800 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

LIQUID CAPACITY: 122.22 GAL/IN
HOLDING TANK:

NO OUTLET HOLE

ACTUAL CAPACITY: 8,000 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
HOLDING TANK

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE
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W8000 HOLDING TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 69" 69" LIQUID LEVEL: 65 1/2" 65 1/2" WEIGHT: 22,800 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET LIQUID CAPACITY: 122.22 GAL/IN HOLDING TANK: NO OUTLET HOLE ACTUAL CAPACITY: 8,000 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: HOLDING TANK TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS

W18000 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST
CONCRETE RISER

HEIGHT: 112"

LENGTH: 30’-0"

WIDTH: 12°-0"

BELOW INLET; 103"

LIQUID LEVEL: 99 1/2”

WEIGHT: 42,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

LIQUID CAPACITY: 194.63 GAL/IN
HOLDING TANK:

NO OUTLET HOLE

ACTUAL CAPACITY: 18,000 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
HOLDING TANK

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE
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W18000 HOLDING TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 112" 112" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 103" 103" LIQUID LEVEL: 99 1/2" 99 1/2" WEIGHT: 42,000 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET LIQUID CAPACITY: 194.63 GAL/IN HOLDING TANK: NO OUTLET HOLE ACTUAL CAPACITY: 18,000 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: HOLDING TANK TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227 REQUIREMENTS

ROLL OVER
PLUG

W20000 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST
CONCRETE RISER

HEIGHT: 112"

LENGTH: 30’-0"

WIDTH: 12°-0"

BELOW INLET; 113"

LIQUID LEVEL: 105"

WEIGHT: 42,000 LBS. PER SECTION

INLET AND OUTLET:
4" POLYLOK Il PIPE SEAL OR EQUAL

LIQUID CAPACITY: 194.65 GAL/IN
HOLDING TANK:

NO OUTLET HOLE

ACTUAL CAPACITY: 20,000 GALLONS
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
HOLDING TANK

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

IPOST—POUR:

DATE:

= 1'"-0" |REV.

SCALE: 3/16”
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete
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FOR APPROVAL
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APPROVAL DATE:
PRODUCTS NEEDED BY:

W20000 HOLDING
SEPTIC MANUAL

SHEET NO.

FILE: w20000 holding
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W20000 HOLDING TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST    CONCRETE RISER HEIGHT: 112" 112" LENGTH: 30'-0" 30'-0" WIDTH: 12'-0" 12'-0" BELOW INLET: 113" 113" LIQUID LEVEL: 105" 105" WEIGHT: 42,000 LBS. PER SECTION INLET AND OUTLET: 4" POLYLOK II PIPE SEAL OR EQUAL LIQUID CAPACITY: 194.65 GAL/IN HOLDING TANK: NO OUTLET HOLE ACTUAL CAPACITY: 20,000 GALLONS LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: HOLDING TANK TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W40000 STORAGE
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9” RIBBED

COVER: 9" RIBBED

MANHOLE: 24" I.D. PRECAST
CONCRETE RISER

HEIGHT: 140"

LENGTH: 40'-0"

WIDTH: 14'-0"

BELOW INLET: 131 1/2”

LIQUID LEVEL: 133"

WEIGHT: 70,000 LBS. PER SECTION

INLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET
LIQUID CAPACITY: 305.00 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
STORAGE TANK

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

&
g 3
ol a
ay |
g =
wl Ou
x] O
Of O
o] o
.
g
<€
(o]
>
Ll
o
H [0}
o jo2
| o
. S
- ol =
=1
o &
AMEE
00| o
> | ©
> @l o ©
o| ¢
il Z .| 3
a1 = Wl ..
<| <| | w
O x| < 4
0wl al ol w
Lid 3
n
~
_q.
had
= s
B3 <9
=<
[— ey
el |
<—(LO
=N
-
R
(@}
>
= O
I o0
Ll
D
.
~
Em
=

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W40000 STORAGE
SEPTIC MANUAL
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W40000 STORAGE TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST     CONCRETE RISER CONCRETE RISER HEIGHT: 140" 140" LENGTH: 40'-0" 40'-0" WIDTH: 14'-0" 14'-0" BELOW INLET: 131 1/2" 131 1/2" LIQUID LEVEL: 133" 133" WEIGHT: 70,000 LBS. PER SECTION INLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET LIQUID CAPACITY: 305.00 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: STORAGE TANK TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WSLP2000 HOLDING
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 46 1/4"
LENGTH: 15'-4"
WIDTH: 8'-6"
BELOW INLET: 34"
LIQUID LEVEL: 29"
WEIGHT: BOTTOM 14,530 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

LIQUID CAPACITY: 69.77 GAL/IN
HOLDING TANK:

NO OUTLET HOLE
ACTUAL CAPACITY: 2,020 GALLONS

LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
HOLDING / PUMP

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W4200 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 98 1/2" 98 1/2" LENGTH: 13'-8" 13'-8" WIDTH: 8'-0" 8'-0" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 13,200 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 58.85 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W5000 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 89 1/2" 89 1/2" LENGTH: 15'-2 3/4" 15'-2 3/4" WIDTH: 8'-4 3/4" 8'-4 3/4" BELOW INLET: 79" 79" LIQUID LEVEL: 72" 72" WEIGHT: 14,350 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 70.06 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W6000 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 60" 60" LIQUID LEVEL: 53 1/2" 53 1/2" WEIGHT: 22,800 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 124.85 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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W6010 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 112" 112" LENGTH: 15'-3 7/8" 15'-3 7/8" WIDTH: 8'-5 7/8" 8'-5 7/8" BELOW INLET: 92" 92" LIQUID LEVEL: 85" 85" WEIGHT: 15,050 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 70.71 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR COVER: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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W7700 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 6" RIBBED 6" RIBBED  RIBBED BOTTOM: 9" RIBBED 9" RIBBED  RIBBED COVER: 9" RIBBED 9" RIBBED  RIBBED MANHOLE: 24" I.D. PRECAST   CONCRETE RISER HEIGHT: 77 5/8" 77 5/8" LENGTH: 19'-10 3/8" 19'-10 3/8" WIDTH: 11'-10 3/8" 11'-10 3/8" BELOW INLET: 69" 69" LIQUID LEVEL: 63" 63" WEIGHT: 22,800 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT  OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: AS SHOWN LIQUID CAPACITY: 122.22 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: GREASE INTERCEPTOR TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT  WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS o

W9100
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’'-0"

BELOW INLET: 84"

LIQUID LEVEL: 77 1/2"

WEIGHT: 29,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 126.90 GAL/IN
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP
FILE: w9100gi

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

W9100GI

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS o

W10000
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6” RIBBED

BOTTOM: 9” RIBBED

COVER: 9” RIBBED

MANHOLE: 24" 1.D. PRECAST
CONCRETE RISER

HEIGHT: 112 5/8"

LENGTH: 20'-0"

WIDTH: 12’'-0"

BELOW INLET: 92"

LIQUID LEVEL: 85 1/2"

WEIGHT: 29,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 127.43 GAL/IN
LOADING DESIGN: 8'-0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

1'-0"

DRAWN BY: WCP

SCALE: 1/4"

FILE: w10000gi

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 JDATE: 00,/00/00

800—-325—-8456

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

W10000GlI
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

W18000
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 6" RIBBED

BOTTOM: 9" RIBBED

COVER: 9” RIBBED

MANHOLE: 24" |.D. PRECAST
CONCRETE RISER

HEIGHT: 112"

LENGTH: 30'-0"

WIDTH: 12°-0"

BELOW INLET: 98"

LIQUID LEVEL: 92 1/2”

WEIGHT: 42,000 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT
OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 194.63 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT
WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

1'—0" | REV.

FILE: w18000gi

SCALE: 3/16"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W18000G
SEPTIC MANUAL

SHEET NO.
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WLP2500
15'=34" GREASE INTERCEPTOR
TANK SPECIFICATIONS

7 - — - - - - — X DIMENSIONS:
T* ----------------------------------- *T" WALL: 3"
|
|
|

., | BOTTOM: 5"
4" CAST—A-SEAL | COVER: 6"
Ak MANHOLE: 24" I.D. PRECAST CONCRETE RISER

HEIGHT: 55 1/4"
LENGTH: 15'-3 1/4”
(= WIDTH: 8'-5 1/4”

BELOW INLET: 43"
LIQUID LEVEL: 36"

WEIGHT: BOTTOM 15,527 LBS.
COVER 9,300 LBS.

19
7

| |

| |

| |

o | |
. l l INLET AND OUTLET:
> 4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

TOP VIEW
LIQUID CAPACITY: 69.44 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

AS
REQUIRED

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

|
»

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

|

:

" 4" CAS

;

INLET

553"
43"
UP 5

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wIp2500gi

SCALE: 1/4"
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WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED

SIDEVIEW FOR APPROVAL
APPROVED BY:

APPROVAL DATE:

PRODUCTS NEEDED BY:

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WLP2500GlI
SEPTIC MANUAL

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WLP 3000
GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 5"
COVER: 6”
MANHOLE: 24” I.D. PRECAST CONCRETE RISER
HEIGHT: 62 3/4"
LENGTH: 15'-4"
WIDTH: 8'-6"
BELOW INLET: 50"
LIQUID LEVEL: 43"
WEIGHT: BOTTOM 15,980 LBS.
COVER 9,300 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
AS SHOWN

LIQUID CAPACITY: 69.77 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

TANK CAN BE USED AS:
GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wIp3000gi

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

WLP 30000l
SEPTIC MANUAL

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-—1227

REQUIREMENTS

WEHD1000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2”
BOTTOM: 5"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 72 1/2” O.D.
OUTSIDE DIAMETER: 7°-2 1/2"
BELOW INLET: 54 5/8" 0.D.
LIQUID LEVEL: 46 5/8"
WEIGHT: TANK 7,000 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.50 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,065 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wehd1000

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

WEHD1000

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD1000 TANK SPECIFICATIONS DIMENSIONS: WALL: 3 1/2" 3 1/2" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 72 1/2" O.D. 72 1/2" O.D.  O.D. O.D. OUTSIDE DIAMETER: 7'-2 1/2" 7'-2 1/2" BELOW INLET: 54 5/8" O.D. 54 5/8" O.D.  O.D. O.D. LIQUID LEVEL: 46 5/8" 46 5/8" WEIGHT: TANK 7,000 LBS. WEIGHT: COVER 3,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.50 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,065 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
FILTER OR BAFFLE

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
IDENTIFICATION TAG INSTALLED BY WIESER CONCRETE

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
wehd1000

AutoCAD SHX Text
WEHD1000 SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


ay
4” CAST—A—SEAL—\ e . \\ 4” CAST—A-—SEAL
7 be‘ \ 4 /
2 ///—\\ Q'\‘LQ //_\\ \:
—ieN \\
Y £ i ! ] 1
i\ o // \\ 7,
FILTER OR y \IDENTIFICATION
BAFFLE TAG INSTALLED
BY WIESER
_ CONCRETE
TOP VIEW
fa
&
<3
Il
o
‘ i
— g}
i | S | E | E_L
o0 |4 ] I
eI | =
2 a . A: . : - O
oy O o 2
CxC)j iN- ] ':—N' % r % < 2
© | 0 | X
i o : :
I )
i b i
o
SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM

C—1227 REQUIREMENTS

WEHD1250
TANK _SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2”
BOTTOM: 5"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 80 1/2” O.D.
OUTSIDE DIAMETER: 7°-2 1/2"
BELOW INLET: 66 1/4" 0.D.
LIQUID LEVEL: 58 1/4"
WEIGHT: TANK 8,100 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.48 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,315 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wehd1250

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD1250
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD1250 TANK SPECIFICATIONS DIMENSIONS: WALL: 3 1/2" 3 1/2" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 80 1/2" O.D. 80 1/2" O.D.  O.D. O.D. OUTSIDE DIAMETER: 7'-2 1/2" 7'-2 1/2" BELOW INLET: 66 1/4" O.D. 66 1/4" O.D.  O.D. O.D. LIQUID LEVEL: 58 1/4" 58 1/4" WEIGHT: TANK 8,100 LBS. WEIGHT: COVER 3,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.48 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,315 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD1500
TANK _SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2”
BOTTOM: 5"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 95 1/2” O.D.
OUTSIDE DIAMETER: 7°-2 1/2"
BELOW INLET: 78" O.D.
LIQUID LEVEL: 70"
WEIGHT: TANK 9,535 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.48 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,568 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wehd1500

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD1500
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD1500 TANK SPECIFICATIONS DIMENSIONS: WALL: 3 1/2" 3 1/2" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 95 1/2" O.D. 95 1/2" O.D.  O.D. O.D. OUTSIDE DIAMETER: 7'-2 1/2" 7'-2 1/2" BELOW INLET: 78" O.D. 78" O.D.  O.D. O.D. LIQUID LEVEL: 70" 70" WEIGHT: TANK 9,535 LBS. WEIGHT: COVER 3,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.48 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,568 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD1600—LP
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 57" 0.D.
LENGTH: 13'-0" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 45" O.D.
LIQUID LEVEL: 37"
WEIGHT: TANK 19,400 LBS.
WEIGHT: COVER 6,800 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 44.88 GAL/IN
HOLDING TANK:

OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,615 GALLONS

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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AutoCAD SHX Text
WEHD1600-LP TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 57" O.D. 57" O.D.  O.D. O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 45" O.D. 45" O.D.  O.D. O.D. LIQUID LEVEL: 37" 37" WEIGHT: TANK 19,400 LBS. WEIGHT: COVER 6,800 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 44.88 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,615 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD1700
TANK _SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2”
BOTTOM: 5"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 95 1/2” O.D.
OUTSIDE DIAMETER: 7°-2 1/2"
BELOW INLET: 84" O.D.
LIQUID LEVEL: 79"
WEIGHT: TANK 9,535 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 21.48 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,697 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1'-0"
DRAWN BY: WCP
FILE: wehd1700

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

WEHD1700

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD1700 TANK SPECIFICATIONS DIMENSIONS: WALL: 3 1/2" 3 1/2" BOTTOM: 5" 5" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 95 1/2" O.D. 95 1/2" O.D.  O.D. O.D. OUTSIDE DIAMETER: 7'-2 1/2" 7'-2 1/2" BELOW INLET: 84" O.D. 84" O.D.  O.D. O.D. LIQUID LEVEL: 79" 79" WEIGHT: TANK 9,535 LBS. WEIGHT: COVER 3,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 21.48 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,697 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD2000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 65" 0.D.
LENGTH: 13'-0" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 53" O.D.
LIQUID LEVEL: 45"
WEIGHT: TANK 19,400 LBS.
WEIGHT: COVER 6,800 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 44.88 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,109 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: wehd2000

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD2000
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD2000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 65" O.D. 65" O.D.  O.D. O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 53" O.D. 53" O.D.  O.D. O.D. LIQUID LEVEL: 45" 45" WEIGHT: TANK 19,400 LBS. WEIGHT: COVER 6,800 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 44.88 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,109 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD2500
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 76" 0.D.
LENGTH: 13'-0" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 64" O.D.
LIQUID LEVEL: 56"
WEIGHT: 14,400 LBS PER SECTION.

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 44.88 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,603 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wehd2500

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD2500
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD2500 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 64" O.D. 64" O.D.  O.D. O.D. LIQUID LEVEL: 56" 56" WEIGHT: 14,400 LBS PER SECTION. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 44.88 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,603 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD 3000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 6"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 87" 0.D.
LENGTH: 13'-0" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 75" O.D.
LIQUID LEVEL: 67"
WEIGHT: 15,700 LBS. PER SECTION

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 44.88 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 3,097 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wehd3000

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD 3000
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD3000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 87" O.D. 87" O.D.  O.D. O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 75" O.D. 75" O.D.  O.D. O.D. LIQUID LEVEL: 67" 67" WEIGHT: 15,700 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 44.88 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 3,097 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE

AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
FILTER OR BAFFLE

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
IDENTIFICATION TAG INSTALLED BY WIESER CONCRETE

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
wehd3000

AutoCAD SHX Text
WEHD3000 SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


. WEHD4000 '
TANK SPECIFICATIONS 3
| =
() [%2]
['4 o
0 [a
. N ' DIMENSIONS: =TT
B AP WALL: 6"
| 4" CAST-A—SEAL 4” CAST-A—SEAL— |- BOTTOM: 6 e
LA . . COVER: 6 <
2 & I MANHOLE: 24” I.D. PRECAST CONCRETE RISER
4 R HEIGHT: 110" 0.D. z
) LENGTH: 130" 0.D. o
{ |
h =\ 3 WIDTH: 7'-0" 0.D. R
) | . oR”
1 L. IN\= IDENTIFICATION BELOW INLET: 98 ~O.D. L °
o |  TAG INSTALLED LiQUID LEVEL: 90 1| 8|S g
1 FILTER OR 1l BY WESER WEIGHT: 17,900 LBS. PER SECTION .| =38
3 BAFFLE : CONCRETE NS
o T e INLET AND OUTLET: —1 218l &
- — — 4” CAST—A—SEAL BOOT OR EQUAL GASKET ] 1
Q| x| <| 4
INLET AND OUTLET BAFFLE AND FILTER: SN ES
TOP VIEW WISCONSIN, SEE DETAIL #10 Lad S
(OTHER STATES SEE CHART) o
A
a LIQUID CAPACITY: 44.88 GAL/IN -
[} &3 X ©
4 QO
25 HOLDING TANK: = v
S OUTLET HOLE PLUGGED &= ©
iz ) ACTUAL CAPACITY: 4,129 GALLONS &5
% EIN
o i ____ﬁr LOADING DESIGN: 12'—0” UNSATURATED SOIL / HS—-20 (- — s
I | I LR R ISEEE | I | Bl o
INNET — = —— = ) TANK CAN BE USED AS: o)
[ — - - - - - - -= ! ‘T‘ OUTLET SEPTIC / HOLDING / PUMP OR SIPHON mlll T
2 [ ] e —
2 < | o E el TANK: MIX DESIGN #8 (NO FIBER) E o
< M
Sv | B CUSTOMIZED TANKS: -
\ N | 1 FOR CUSTOM TANKS CONTACT WIESER CONCRETE
o 4I :
— e - % : 3
3 / 2 ) ‘ 2 ’
{ D ) :JA o 2
| . ,r 8 Z
o I, 5 =
' ! REVIEWED BY I o
6" —f 1 Is T =
B e IS N, I REVIEW DATE = o
Pl < M P 0, . A N - %)
J DRAWINGS SUBMITTED
© FOR APPROVAL
APPROVED BY: SHEET NO.
SIDE VIEW APPROVAL DATE: 1
OF
PRODUCTS NEEDED BY: / 1
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS —



AutoCAD SHX Text
WEHD4000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 110" O.D. 110" O.D.  O.D. O.D. LENGTH:13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 98" O.D. 98" O.D.  O.D. O.D. LIQUID LEVEL: 90" 90" WEIGHT: 17,900 LBS. PER SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 44.88 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 4,129 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WEHD4000—-LP
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9”
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 72 1/2” O.D.
LENGTH: 16'-0" O.D.
WIDTH: 10’-0" O.D.
BELOW INLET: 57" O.D.
LIQUID LEVEL: 48"
WEIGHT: 24,875 LBS. TOP SECTION
24,780 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 84.15 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 4,208 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

- OUTLET
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up 174
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UP 154"
4" CAS

55"

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0"
FILE: wehd4000—Ip

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

SIDE VIEW

OF ROLL
OVER PLUG

273"
TO CENTER

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD4000—-LP
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD4000-LP TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 7" 7" COVER: 9" 9" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 72 1/2" O.D. 72 1/2" O.D.  O.D. O.D. LENGTH: 16'-0" O.D. 16'-0" O.D.  O.D. O.D. WIDTH: 10'-0" O.D. 10'-0" O.D.  O.D. O.D. BELOW INLET: 57" O.D. 57" O.D.  O.D. O.D. LIQUID LEVEL: 48" 48" WEIGHT: 24,875 LBS. TOP SECTION         24,780 LBS. BOTTOM SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 84.15 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 4,208 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WEHD3000
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
T R — — — BOTTOM: 7"
',fl’_'_‘\__‘__'___“_‘__‘ ______ “___L___'__‘_v;_‘_._t_.__“_'__ﬂ COVER: 8"
. . : MANHOLE: 24" |.D. PRECAST CONCRETE RISER
4" CAST—A—-SEAL 47 CAST—A-SEAL HEIGHT: 96" 0O.D.
LENGTH: 15'-0" O.D.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD6000

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"

BOTTOM: 7°

COVER: 8"

MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 110” O.D.

LENGTH:

15'-0" 0.D.

WIDTH: 9'-0" 0.D.
BELOW INLET: 95" O.D.

LIQUID LEVEL: 86"
WEIGHT: 26,295 LBS. TOP SECTION

26,325 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 69.81 GAL/IN

HOLDING TANK:

OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 5,166 GALLONS

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD6000—-LP
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9”
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 96" 0.D.
LENGTH: 16'-0" O.D.
WIDTH: 10’-0" O.D.
BELOW INLET: 80" O.D.
LIQUID LEVEL: 717
WEIGHT: 28,465 LBS. TOP SECTION
28,500 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 84.15 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 6,143 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0"
FILE: wehdB000—Ip

SCALE: 1/4"
DRAWN BY: WCP
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MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 108" 0.D.

16’-0" 0.D.
10’'-0" 0.D.
BELOW INLET: 92" O.D.
LIQUID LEVEL: 83"
WEIGHT: 30,340 LBS. TOP SECTION

30,405 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 84.15 GAL/IN

HOLDING TANK:

OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 7,153 GALLONS

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
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TANKS ARE MANUFACTURED

TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD8000
TANK SPECIFICATIONS
DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9"

MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 120" 0.D.

LENGTH: 16'-0" O.D.
WIDTH: 10’-0" O.D.
BELOW INLET: 104" 0.D.

LIQUID LEVEL: 95"
WEIGHT: 32,215 LBS. TOP SECTION
32,250 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 84.15 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 8,163 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

FILE: wehd8000

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

WEHDB8000

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD8000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 7" 7" COVER: 9" 9" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 120" O.D. 120" O.D.  O.D. O.D. LENGTH: 16'-0" O.D. 16'-0" O.D.  O.D. O.D. WIDTH: 10'-0" O.D. 10'-0" O.D.  O.D. O.D. BELOW INLET: 104" O.D. 104" O.D.  O.D. O.D. LIQUID LEVEL: 95" 95" WEIGHT: 32,215 LBS. TOP SECTION         32,250 LBS. BOTTOM SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 84.15 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 8,163 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHDS000
TANK SPECIFICATIONS
DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9"

MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 132" 0.D.

LENGTH: 16'-0" O.D.

WIDTH: 10’-0" O.D.

BELOW INLET: 116" O.D.

LIQUID LEVEL: 107"
WEIGHT: 34,090 LBS. TOP SECTION
34,165 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)
LIQUID CAPACITY: 84.15 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 9,172 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= -0
FILE: wehd9000

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

WEHD9000

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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WEHD9000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 7" 7" COVER: 9" 9" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 132" O.D. 132" O.D.  O.D. O.D. LENGTH: 16'-0" O.D. 16'-0" O.D.  O.D. O.D. WIDTH: 10'-0" O.D. 10'-0" O.D.  O.D. O.D. BELOW INLET: 116" O.D. 116" O.D.  O.D. O.D. LIQUID LEVEL: 107" 107" WEIGHT: 34,090 LBS. TOP SECTION         34,165 LBS. BOTTOM SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 84.15 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 9,172 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD10000
TANK SPECIFICATIONS
DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9”

MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 144" 0.D.
LENGTH: 16'-0" O.D.
WIDTH: 10’-0" O.D.
BELOW INLET: 128" 0.D.
LIQUID LEVEL: 119"
WEIGHT: 35,965 LBS. TOP SECTION
36,040 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 84.15 GAL/IN
HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 10,182 GALLONS
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC / HOLDING / PUMP OR SIPHON
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

FILE: wehd10000

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD10000
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
WEHD10000 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 7" 7" COVER: 9" 9" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 144" O.D. 144" O.D.  O.D. O.D. LENGTH: 16'-0" O.D. 16'-0" O.D.  O.D. O.D. WIDTH: 10'-0" O.D. 10'-0" O.D.  O.D. O.D. BELOW INLET: 128" O.D. 128" O.D.  O.D. O.D. LIQUID LEVEL: 119" 119" WEIGHT: 35,965 LBS. TOP SECTION         36,040 LBS. BOTTOM SECTION INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 84.15 GAL/IN HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 10,182 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC / HOLDING / PUMP OR SIPHON TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD1000—600LP
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 67
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 57" 0.D.
LENGTH: 13'-0" 0.D.
WIDTH: 7°-0" 0.D.
BELOW INLET: 45" 0.D.
LIQUID LEVEL: 37"
WEIGHT: TANK 18,400 LBS.
WEIGHT: COVER 6,800 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.12 GAL/IN (FIRST COMPARTMENT)
16.00 GAL/IN (SECOND COMPARTMENT)

HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 1,714 GALLONS

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
SEPTIC/SIPHON OR HOLDING

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

APPROVAL DATE:

PRODUCTS NEEDED BY:
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AutoCAD SHX Text
WEHD1000-600LP TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 57" O.D. 57" O.D.  O.D. O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 45" O.D. 45" O.D.  O.D. O.D. LIQUID LEVEL: 37" 37" WEIGHT: TANK 18,400 LBS. WEIGHT: COVER 6,800 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.12 GAL/IN (FIRST COMPARTMENT)  16.00 GAL/IN (SECOND COMPARTMENT) HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 1,714 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP SEPTIC/SIPHON OR HOLDING COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

WEHD1200 /800
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6"
COVER: 67
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 66" 0.D.
LENGTH: 13'-0" 0.D.
WIDTH: 7°-0" 0.D.
BELOW INLET: 54" 0.D.
LIQUID LEVEL: 46"

WEIGHT: TANK 19,400 LBS.
WEIGHT: COVER 6,800 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 26.49 GAL/IN (FIRST COMPARTMENT)
17.45 GAL/IN (SECOND COMPARTMENT)

HOLDING TANK:
OUTLET HOLE PLUGGED
ACTUAL CAPACITY: 2,109 GALLONS

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
SEPTIC/SEPTIC, SEPTIC/PUMP
SEPTIC/SIPHON OR HOLDING

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'-0
DRAWN BY: WCP
FILE: wehd1200—800

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

WEHD1200—-800
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.



AutoCAD SHX Text
WEHD1200/800 TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" O.D. 66" O.D.  O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. O.D. BELOW INLET: 54" O.D. 54" O.D.  O.D. O.D. LIQUID LEVEL: 46" 46" WEIGHT: TANK 19,400 LBS. WEIGHT: COVER 6,800 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 26.49 GAL/IN (FIRST COMPARTMENT)     17.45 GAL/IN (SECOND COMPARTMENT) HOLDING TANK: OUTLET HOLE PLUGGED ACTUAL CAPACITY: 2,109 GALLONS LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: SEPTIC/SEPTIC, SEPTIC/PUMP SEPTIC/SIPHON OR HOLDING COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD1000 GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2"
BOTTOM: 5°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 72 1/2” 0.D.
OUTSIDE DIMAETER: 7'-2 1/2”
BELOW INLET: 54 5/8" O.D.
LIQUID LEVEL: 46 5/8"
WEIGHT: TANK 7,000 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 21.50 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—20

TANK CAN BE USED AS:
EXTRA HAVY DUTY GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD1250 GREASE INTERCEPTOR

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2"
BOTTOM: 5°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 80 1/2" 0.D.
OUTSIDE DIAMETER: 7'-2 1/2”
BELOW INLET: 66 1/4” O.D.
LIQUID LEVEL: 58 1/4”
WEIGHT: TANK 8,100 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 21.48 GAL/IN

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

IPRE—POUR:

IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP

SCALE: 1/4"

WIESER concaete

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

REVIEWED BY
REVIEW DATE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD1500 GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3 1/2"
BOTTOM: 5°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 95 1/2” 0.D.
OUTSIDE DIAMETER: 7'-2 1/2”
BELOW INLET: 78" 0.D.
LIQUID LEVEL: 70"
WEIGHT: TANK 9,535 LBS.
WEIGHT: COVER 3,000 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 21.48 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

APPROVAL DATE:
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD2000 GREASE INTERCEPTOR

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6”
BOTTOM: 6"
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 65" 0.D.
LENGTH: 13'-0" 0.D.
WIDTH: 7'-0" O.D.
BELOW INLET: 53" 0.D.
LIQUID LEVEL: 45"
WEIGHT: TANK 19,400 LBS.
WEIGHT: COVER 6,800 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 44.88 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

COVER: MIX DESIGN #B8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0
DRAWN BY: WCP
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SCALE: 1/4"
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WEHD2000 GREASE INTERCEPTOR TANK SPECIFICATIONS DIMENSIONS: WALL: 6" 6" BOTTOM: 6" 6" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 65" O.D. 65" O.D.  O.D. LENGTH: 13'-0" O.D. 13'-0" O.D.  O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. BELOW INLET: 53" O.D. 53" O.D.  O.D. LIQUID LEVEL: 45" 45" WEIGHT: TANK 19,400 LBS. WEIGHT: COVER 6,800 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 44.88 GAL/IN LOADING DESIGN: 12'-0" UNSATURATED SOIL / HS-20 TANK CAN BE USED AS: EXTRA HEAVY DUTY GREASE INTERCEPTOR COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #8 (NO FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD2500 GREASE INTERCEPTOR

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 76" 0.D.
LENGTH: 13'-0" 0.D.
WIDTH: 7'-Q" O.D.
BELOW INLET: 64" O.D.
LIQUID LEVEL: 56"
WEIGHT: 14,400 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 44.88 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1"'-0"

DRAWN BY: WCP
FILE: wehd2500gi

SCALE: 1/4"
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REVIEWED BY
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APPROVAL DATE:
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TANKS ARE MANUFACTURED

TO MEET OR EXCEED ASTM

C—1227 & C—1613 REQUIREMENTS

WEHD3000 GREASE INTERCEPTOR

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 87" 0.D.
LENGTH: 13'-0" 0.D.
WIDTH: 7'-Q" O.D.
BELOW INLET: 75" 0.D.
LIQUID LEVEL: 67"
WEIGHT: 15,700 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 44.88 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613 REQUIREMENTS

WEHD4000 GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 6°
COVER: 6"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 110" 0O.D.
LENGTH: 13'-0" 0.D.

WIDTH: 7'-Q" O.D.
BELOW INLET: 98" 0.D.

LIQUID LEVEL: 90"
WEIGHT: 17,900 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 44.88 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS-20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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WEHD4000—-LP GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 72 1/2” 0.D.
LENGTH: 16'—0" 0.D.
WIDTH: 10'-0" O.D.
BELOW INLET: 57" O.D.
LIQUID LEVEL: 48"
WEIGHT: 24,875 LBS. TOP SECTION
24,780 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 84.15 GAL/IN

LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—-20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 & C—1613

A

EQUIREMENTS

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 8"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 110" 0O.D.
LENGTH: 15'—0" 0.D.

WIDTH: 9'-Q0" O.D.
BELOW INLET: 95" O.D.

LIQUID LEVEL: 86"
WEIGHT: 26,295 LBS. TOP SECTION
26,325 LBS. BOTTOM SECTION

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 69.81 GAL/IN
LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—20

TANK CAN BE USED AS:
EXTRA HEAVY DUTY GREASE INTERCEPTOR

TANK: MIX DESIGN #8 (NO FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WESER CONCRETE
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DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 96" 0.D.
LENGTH: 16'—0" 0.D.
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WEHD7000 GREASE INTERCEPTOR
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 6"
BOTTOM: 7°
COVER: 9"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
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LOADING DESIGN: 12'—0" UNSATURATED SOIL / HS—20
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500 GPD GRAVITY DISCHARGE SYSTEM

H-500 A
H—500 A
TANK SPECIFICATIONS
DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 4"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 70" 0.D.
LENGTH: 8-9 1/2" 0.D.
WIDTH: 6'-2 1/2" O.D.
BELOW INLET: 57" O.D.
LIQUID LEVEL: 51"
WEIGHT: BOTTOM 8,405 LBS.
COVER 2,730 LBS.

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)
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H-500 A TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 4" 4" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 70" O.D. 70" O.D.  O.D. LENGTH: 8'-9 1/2" O.D. 8'-9 1/2" O.D.  O.D. WIDTH: 6'-2 1/2" O.D. 6'-2 1/2" O.D.  O.D. BELOW INLET: 57" O.D. 57" O.D.  O.D. LIQUID LEVEL: 51" 51" WEIGHT: BOTTOM 8,405 LBS.         COVER 2,730 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4” CAST—A—-SEAL

600 GPD GRAVITY DISCHARGE SYSTEM

H-600 A
H—600 A
TANK SPECIFICATIONS
DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 4"

MANHOLE: 24" I.D. EZ SNAP RISER

HEIGHT: 70" 0.D.

LENGTH: 8—10" O.D.

WIDTH: 6'-2 1/2" O.D.

BELOW INLET: 57" O.D.

LIQUID LEVEL: 51"

WEIGHT: BOTTOM 8,395 LBS.
COVER 2,740 LBS.

INLET AND OUTLET:

4” CAST—A—SEAL BOOT OR EQUAL GASKET

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

INCLUDE 12"X167X35"
PUMP PAD FOR BLOWER
UNIT FOR EACH TANK
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H-600 A TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 4" 4" MANHOLE: 24" I.D. EZ SNAP RISER HEIGHT: 70" O.D. 70" O.D.  O.D. LENGTH: 8'-10" O.D. 8'-10" O.D.  O.D. WIDTH: 6'-2 1/2" O.D. 6'-2 1/2" O.D.  O.D. BELOW INLET: 57" O.D. 57" O.D.  O.D. LIQUID LEVEL: 51" 51" WEIGHT: BOTTOM 8,395 LBS.         COVER 2,740 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

1000 GPD DRIP SYSTEM
H-1000 A
H—1000 A
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2°

BOTTOM: 2 1/4”

COVER: 5"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 80 1/4” O.D.
LENGTH: 13'-1" 0O.D.
WIDTH: 7'-5" 0.D.
BELOW INLET: 70" O.D.
WEIGHT: BOTTOM 11,498 LBS.
COVER 6,066 LBS.

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

INCLUDE 12"X167X35"
PUMP PAD FOR BLOWER
UNIT FOR EACH TANK
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AutoCAD SHX Text
H-1000 A TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 2 1/4" 2 1/4" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 80 1/4" O.D. 80 1/4" O.D.  O.D. LENGTH: 13'-1" O.D. 13'-1" O.D.  O.D. WIDTH: 7'-5" O.D. 7'-5" O.D.  O.D. BELOW INLET: 70" O.D. 70" O.D.  O.D. WEIGHT: BOTTOM 11,498 LBS.         COVER 6,066 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS
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W1000-P BIO MICROFAST® 0.5  0.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 2 1/2" 2 1/2" COVER: 6 1/2" 6 1/2" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 60" O.D. 60" O.D.  O.D. LENGTH: 10'-1" O.D. 10'-1" O.D.  O.D. WIDTH: 5'-7" O.D. 5'-7" O.D.  O.D. BELOW INLET: 47 1/2" O.D. 47 1/2" O.D.  O.D. LIQUID LEVEL: 39 1/2" 39 1/2" WEIGHT: BOTTOM 6,155 LBS.           COVER 4,135 LBS.         COVER 4,135 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 26.00 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4" CAST—A—SEAL

WLP550/450/650 BIO 500 GPD

MICROFAST. 0.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 57" 0.D.
LENGTH: 13'-4" O.D.
WIDTH: 6'-0" 0.D.
BELOW INLET: 46 O.D.
LIQUID LEVEL: 417

WEIGHT: BOTTOM 10,000 LBS.
COVER 5,000 LBS.

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 13.61 GAL/IN (SEPTIC)
11.13 GAL/IN (BIO)
15.93 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0"
FILE: wIp550—450—-650 fdl microfast 500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE
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APPROVAL DATE:
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WLP550—-450-650 FDL
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SEPTIC MANUAL
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WLP550/450/650 BIO 500 GPD MICROFAST® 0.5  0.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 57" O.D. 57" O.D.  O.D. LENGTH: 13'-4" O.D. 13'-4" O.D.  O.D. WIDTH: 6'-0" O.D. 6'-0" O.D.  O.D. BELOW INLET: 46" O.D. 46" O.D.  O.D. LIQUID LEVEL: 41" 41" WEIGHT: BOTTOM 10,000 LBS.         COVER 5,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 13.61 GAL/IN (SEPTIC)  11.13 GAL/IN (BIO)  15.93 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W950,/475/900—P BIO 500 GPD

MICROFAST. 0.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" I.D. OSI STARTER
HEIGHT: 76" 0.D.
LENGTH: 12'-2 1/4” O.D.
WIDTH: 6'-7 1/4” O.D.
BELOW INLET: 65" O.D.
LIQUID LEVEL: 60" (SEPTIC)

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 16.03 GAL/IN (SEPTIC)
8.55 GAL/IN (BIO)
15.43 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPOST—POUR:

IPRE—POUR:
FILE: w950—475-900—p bio microfast 500

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE
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FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W950-475-900—-P BIO
MICROFAST 500
SEPTIC MANUAL
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
W950/475/900-P BIO 500 GPD MICROFAST® 0.5  0.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. OSI STARTER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" (SEPTIC) 60" (SEPTIC)  (SEPTIC) WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE: AS SHOWN LIQUID CAPACITY: 16.03 GAL/IN (SEPTIC)  8.55 GAL/IN (BIO)  15.43 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
BIO-MICROBICS MicroFAST 0.5

AutoCAD SHX Text
4" CAST-A-SEAL

AutoCAD SHX Text
6" VENT

AutoCAD SHX Text
4" VENT

AutoCAD SHX Text
4" CPLR

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
OF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
REV.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
PRE-POUR:

AutoCAD SHX Text
POST-POUR:

AutoCAD SHX Text
W3716 US HWY 10, MAIDEN ROCK, WI 54750

AutoCAD SHX Text
800-325-8456

AutoCAD SHX Text
WCP

AutoCAD SHX Text
00/00/00

AutoCAD SHX Text
w975-1425 bio microfast 500

AutoCAD SHX Text
W975-1425 BIO MICROFAST 500 SEPTIC MANUAL 

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
REVIEWED BY

AutoCAD SHX Text
REVIEW DATE

AutoCAD SHX Text
1/4" = 1'-0"


4" CAST—A-SEAL™ 4" CAST—A-SEAL

S
R
©
TOP_VIEW
o
&
2?3
g /74" VENT 6" VENT
FZI %
| I o
= i e | I J__
LLTT —1— B ] I
- - |
I
2 | i _ _ == 1 outer
I H o ~ 1 2
- B [ee]
: CE [ R o~ J - I 23
© 00 . © X
~ % | © o [ (8] ] a-
e} ] © 11 o R | D < -
| | 2% | o~
il Il | O
| 1 f
3" — b I, |
B I I
JERpNNE S — —— I — 1
)
SIDE_VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W975/1425 BIO 750 GPD
MICROFASTe 0.75
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 37
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 76" 0.D.
LENGTH: 12'-2 1/4" O.D.
WIDTH: 6’-7 1/4” O.D.
BELOW INLET: 65" O.D.
LIQUID LEVEL: 60"
WEIGHT: BOTTOM 15,065 LBS.

COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (SEPTIC)
24.91 GAL/IN (BIO)

LOADING DESIGN: B'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W975/1425 BIO 900 GPD
MICROFAST. 0.9
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 37
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 76" 0.D.
LENGTH: 12'-2 1/4" O.D.
WIDTH: 6’-7 1/4” O.D.
BELOW INLET: 65" O.D.
LIQUID LEVEL: 60"
WEIGHT: BOTTOM 15,065 LBS.

COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (SEPTIC)
24.91 GAL/IN (BIO)

LOADING DESIGN: B'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:
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W975/1425 BIO 900 GPD  MICROFAST® 0.9  0.9 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" 60" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (SEPTIC)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W975/1425 BIO 1500 GPD
MICROFASTe 1.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 37
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" |.D. PRECAST CONCRETE RISER
HEIGHT: 76" 0.D.
LENGTH: 12'-2 1/4" O.D.
WIDTH: 6’-7 1/4” O.D.
BELOW INLET: 65" O.D.
LIQUID LEVEL: 60"
WEIGHT: BOTTOM 15,065 LBS.

COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A—-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (SEPTIC)
24.91 GAL/IN (BIO)

LOADING DESIGN: B'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'=
FILE: w975—1425 bio microfast 1500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

APPROVAL DATE:

PRODUCTS NEEDED BY:

W975—1425 BIO MICROFAST
1500
SEPTIC MANUAL

SHEET NO.



AutoCAD SHX Text
TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

AutoCAD SHX Text
W975/1425 BIO 1500 GPD  MICROFAST® 1.5  1.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" 60" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (SEPTIC)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1425/975 BIO 1000 GPD
HIGH STRENGTH FASTe 1.0
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0O.D.
WIDTH: 6'=7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (PUMP)
24.91 GAL/IN (BIO)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

FILE: w1425-975 bio hs fast 1000

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1425—975 BIO HS FAST
1000
SEPTIC MANUAL

SHEET NO.
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W1425/975 BIO 1000 GPD HIGH STRENGTH FAST® 1.0  1.0 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (PUMP)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4" CAST—A-SEAL

W1425/975 BIO 500 GPD
MICROFASTe 0.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0O.D.
WIDTH: 6'=7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (PUMP)
24.91 GAL/IN (BIO)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1425—-975 BIO MICROFAST
500
SEPTIC MANUAL

SHEET NO.

FILE: w1425-975 bio microfast 500
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W1425/975 BIO 500 GPD MICROFAST® 0.5  0.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (PUMP)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4" CAST—A-SEAL

W1425/975 BIO 750 GPD
MICROFASTe 0.75
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0O.D.
WIDTH: 6'=7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (PUMP)
24.91 GAL/IN (BIO)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

1'-0"

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1425—-975 BIO MICROFAST
750
SEPTIC MANUAL

SHEET NO.

FILE: w1425-975 bio microfast 750
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W1425/975 BIO 750 GPD MICROFAST® 0.75  0.75 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (PUMP)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1425/975 BIO 900 GPD
MICROFAST. 0.9
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0O.D.
WIDTH: 6'=7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (PUMP)
24.91 GAL/IN (BIO)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0"
DRAWN BY: WCP
FILE: w1425-975 bio microfast 900

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1425—-975 BIO MICROFAST
900
SEPTIC MANUAL

SHEET NO.
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W1425/975 BIO 900 GPD MICROFAST® 0.9  0.9 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (PUMP)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1425/975 BIO 1500 GPD
HIGH STRENGTH FAST &
MICROFASTe 1.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0O.D.
WIDTH: 6'=7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"
WEIGHT: BOTTOM 15,065 LBS.

COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 16.44 GAL/IN (PUMP)
24.91 GAL/IN (BIO)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'=
FILE: w1425—-975 bio microfast 1500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:

DRAWINGS SUBMITTED

W1425—-975 BIO MICROFAST
1500
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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W1425/975 BIO 1500 GPD HIGH STRENGTH FAST & MICROFAST® 1.5  1.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 16.44 GAL/IN (PUMP)  24.91 GAL/IN (BIO) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

4" CAST—A—SEAL

W1250/750—-MR BIO 750 GPD

MICROFASTe .75
TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2°

BOTTOM: 3"

COVER: 6"

MANHOLE: 24" I.D. PRECAST CONCRETE RISER

HEIGHT: 66" O.D.

LENGTH: 12'-11" O.D.

WIDTH: 7°-2" 0.D.

BELOW INLET: 51" 0.D.

LIQUID LEVEL: 38"

WEIGHT: BOTTOM 8,650 LBS.
COVER 6,120 LBS.

INLET AND OUTLET:

4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET BAFFLE:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 27.66 GAL/IN (BIO)

16.12 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1'=
FILE: w1250—750—mr bio microfast 750

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

MICROFAST 750
SEPTIC MANUAL

W1250-750—-MR BIO

SHEET NO.

1
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W1250/750-MR BIO 750 GPD MICROFAST® .75  .75 TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" O.D. 66" O.D.  O.D. LENGTH: 12'-11" O.D. 12'-11" O.D.  O.D. WIDTH: 7'-2" O.D. 7'-2" O.D.  O.D. BELOW INLET: 51" O.D. 51" O.D.  O.D. LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 8,650 LBS.         COVER 6,120 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 27.66 GAL/IN (BIO)  16.12 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2000—-MR BIO 1500 GPD
MICROFASTe 1.5

OR HIGH STRENGTH FASTe 1.5

TANK SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/27

BOTTOM: 3”

COVER: 6"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 66" O.D.

LENGTH: 12'-7" O.D.

WIDTH: 7'-2" 0.D.

BELOW INLET: 53" 0.D.

LIQUID LEVEL: 39 1/4"

WEIGHT: BOTTOM 7,600 LBS.
COVER 5,940 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 42.92 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0"
FILE: w2000—mr bio hs fast 1500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W2000—-MR BIO HS FAST
1500
SEPTIC MANUAL

SHEET NO.
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W2000-MR BIO 1500 GPD MICROFAST® 1.5  1.5 OR HIGH STRENGTH FAST® 1.5  1.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 66" O.D. 66" O.D.  O.D. LENGTH: 12'-7" O.D. 12'-7" O.D.  O.D. WIDTH: 7'-2" O.D. 7'-2" O.D.  O.D. BELOW INLET: 53" O.D. 53" O.D.  O.D. LIQUID LEVEL: 39 1/4" 39 1/4" WEIGHT: BOTTOM 7,600 LBS.         COVER 5,940 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE: AS SHOWN LIQUID CAPACITY: 42.92 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2400 BIO 1000 GPD
HIGH STRENGTH FASTe 1.0
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3”
BOTTOM: 3"
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0.D.
WIDTH: 6'-7 1/4” O.D.
BELOW INLET: 61" 0.D.
LIQUID LEVEL: 49"

WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 42.64 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W2400 BIO HS FAST 1000
SEPTIC MANUAL

SHEET NO.
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AutoCAD SHX Text
W2400 BIO 1000 GPD  HIGH STRENGTH FAST® 1.0  1.0 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 42.64 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W2400 BIO 1500 GPD
MICROFASTe 1.5
OR HIGH STRENGTH FASTe 1.5
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3”
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12'-2 1/4” 0.D.
WIDTH: 6'-7 1/4” O.D.
BELOW INLET: 61" O.D.
LIQUID LEVEL: 49"
WEIGHT: BOTTOM 15,065 LBS.

COVER 5,030 LBS.

INLET AND OUTLET:
4” CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:
AS SHOWN

LIQUID CAPACITY: 42.64 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= -0
FILE: w2400 bio hs fast 1500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W2400 BIO HS FAST 1500
SEPTIC MANUAL

SHEET NO.
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W2400 BIO 1500 GPD MICROFAST® 1.5  1.5  OR HIGH STRENGTH FAST® 1.5  1.5 TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 61" O.D. 61" O.D.  O.D. LIQUID LEVEL: 49" 49" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLES: AS SHOWN LIQUID CAPACITY: 42.64 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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12/—2§ W2400 BIO (2)
4" CAST-A-SEAL MICROFASTe. 0.9 — 900 GPD OR
" HIGH STENGTH FASTe 1.0 — 1000 GPD
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" 1.D. PRECAST CONCRETE RISER
HEIGHT: 76" O.D.
LENGTH: 12°—2 1/4” O.D.
WIDTH: 6'=7 1/4” O.D.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W4000 BIO 3000 GPD
MICROFASTe 3.0

OR HIGH STRENGTH FASTe 3.0

TANK SPECIFICATIONS

DIMENSIONS:

WALL: 3"

BOTTOM: 5”

COVER: 5”

MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 98 1/2" 0.D.

LENGTH: 13'-8" O.D.

WIDTH: 8-0" 0.D.

BELOW INLET: 75 3/4” 0.D.

LIQUID LEVEL: 68 3/4”

WEIGHT: 14,720 LBS. PER SECTION

INLET AND OUTLET:

4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLES:

AS SHOWN

LIQUID CAPACITY: 55.85 GAL/IN

BIO UNIT LOADING DESIGN:

4’'—Q" UNSATURATED SOIL

TANK: MIX DESIGN #9 (SMALL FIBER)
CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W6010 BIO (2) 3000 GPD
MICROFASTe 3.0

OR HIGH STRENGTH FASTe 3.0

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5"
COVER: 5"
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 112" 0.D.
LENGTH: 15'-4" O.D.
WIDTH: 8-6" 0.D.
BELOW INLET: 88 1/2” O.D.
LIQUID LEVEL: 79 1/2"
WEIGHT: 15,050 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 70.71 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:

FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

- o
FILE: w8010 bio hs fast (2) 3000

DRAWN BY: WCP

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

* |INESER conerete

REVIEWED BY

REVIEW DATE

FOR APPROVAL

APPROVED BY:
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W6010 BIO HS FAST
3000
SEPTIC MANUAL
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TANKS ARE MANUFACTURED TO

MEET OR EXCEED ASTM C-—-1227

REQUIREMENTS

W6010 BIO 4500 GPD
MICROFASTe 4.5

OR HIGH STRENGTH FASTe 4.5

TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5”
COVER: 5”
MANHOLE: 24" I.D. PRECAST CONCRETE RISER
HEIGHT: 112" 0.D.
LENGTH: 14'-1" 0O.D.
WIDTH: 8-6"" O.D.
BELOW INLET: 87 1/2” O.D.
LIQUID LEVEL: 79 1/2”
WEIGHT: 14,350 LBS. PER SECTION

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE:
AS SHOWN

LIQUID CAPACITY: 70.06 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

- o
FILE: w6010 bio hs fast 4500

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W6010 BIO HS FAST 4500
SEPTIC MANUAL

SHEET NO.
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1250—MR NIBBLER JR.
TANK _SPECIFICATIONS

DIMENSIONS:

WALL: 2 1/2°

BOTTOM: 3"

COVER: 4"

MANHOLE: 24" |.D. PRECAST CONCRETE RISER

HEIGHT: 63 1/2" 0.D.

LENGTH: 8'-8" 0.D.

WIDTH: 7'-2"" O.D.

BELOW INLET: 53" 0.D.

LIQUID LEVEL: 47"

WEIGHT: BOTTOM 5,745 LBS.
COVER 2,555 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET BAFFLE: MINIMUM 2" SPACE BETWEEN TOP
OF BAFFLE AND BOTTOM OF TANK COVER, MNIMUM
OF 6" ABOVE LIQUID LEVEL AND MINIMUM 9" BELOW
LIQUID LEVEL.
LIQUID CAPACITY: 26.81 GAL/IN
LOADING DESIGN: 8—0" UNSATURATED SOIL
OPTIONAL CONCRETE RISERS AND LIDS
TANK CAN BE USED AS:

NIBBLER JR. MODELS NJRG—-0002,

NJRL—0002 AND NJRC-0002

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #10 (STRUCTURAL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE

IPRE—POUR
IPOST—POUR

DATE:

REV.

= 1-0
DRAWN BY: WCP
FILE: w1250—mr nibbler jr.

SCALE: 1/4"

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL
APPROVED BY:
APPROVAL DATE:
PRODUCTS NEEDED BY:

W1250—MR NIBBLER JR.
SEPTIC MANUAL

SHEET NO.
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W1250-MR NIBBLER JR. TANK SPECIFICATIONS DIMENSIONS: WALL: 2 1/2" 2 1/2" BOTTOM: 3" 3" COVER: 4" 4" MANHOLE: 24" I.D. PRECAST CONCRETE RISER HEIGHT: 63 1/2" O.D. 63 1/2" O.D.  O.D. LENGTH: 8'-8" O.D. 8'-8" O.D.  O.D. WIDTH: 7'-2"" O.D. 7'-2"" O.D.  O.D. BELOW INLET: 53" O.D. 53" O.D.  O.D. LIQUID LEVEL: 47" 47" WEIGHT: BOTTOM 5,745 LBS.         COVER 2,555 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE: MINIMUM 2" SPACE BETWEEN TOP OF BAFFLE AND BOTTOM OF TANK COVER, MNIMUM OF 6" ABOVE LIQUID LEVEL AND MINIMUM 9" BELOW LIQUID LEVEL. LIQUID CAPACITY: 26.81 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL OPTIONAL CONCRETE RISERS AND LIDS TANK CAN BE USED AS: NIBBLER JR. MODELS NJRG-0002, NJRL-0002 AND NJRC-0002 COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #10 (STRUCTURAL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

W1648,/822 NIBBLER/CLARIFIER
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" I.D. ULTRA RIB STARTER
36" X 48" ALUMINUM HATCH
HEIGHT: 76" 0.D.
LENGTH: 12'-2 1/4" 0.D.
WIDTH: 6'-7 1/4” 0.D.
BELOW INLET: 65" O.D.
LIQUID LEVEL: 60"
WEIGHT: BOTTOM 15,065 LBS.
COVER 5,030 LBS.

INLET AND OUTLET:
3" & 4" CAST-A-SEAL BOOT OR EQUAL GASKET

LIQUID CAPACITY: 27.47 GAL/IN (SEPTIC)
13.70 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

= 1-0"

FILE: w1648—822 nibbler

SCALE: 1/4"
DRAWN BY: WCP

W3716 US HWY 10, MAIDEN ROCK, WI 54750 |DATE: 00,/00,/00
800—-325—-8456

WIESER concaete

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

W1648—822 NIBBLER
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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AutoCAD SHX Text
W1648/822 NIBBLER/CLARIFIER TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. ULTRA RIB STARTER  36" X 48" ALUMINUM HATCH HEIGHT: 76" O.D. 76" O.D.  O.D. LENGTH: 12'-2 1/4" O.D. 12'-2 1/4" O.D.  O.D. WIDTH: 6'-7 1/4" O.D. 6'-7 1/4" O.D.  O.D. BELOW INLET: 65" O.D. 65" O.D.  O.D. LIQUID LEVEL: 60" 60" WEIGHT: BOTTOM 15,065 LBS.         COVER 5,030 LBS.  INLET AND OUTLET: 3" & 4" CAST-A-SEAL BOOT OR EQUAL GASKET LIQUID CAPACITY: 27.47 GAL/IN (SEPTIC)  13.70 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER)
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AutoCAD SHX Text
W4200 NIBBLER TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 5" 5" COVER: 5" 5" MANHOLE: 36" X 48" I.D. ALUMINUM HATCH HEIGHT: 98 1/2" O.D. 98 1/2" O.D.  O.D. LENGTH: 13'-8" O.D. 13'-8" O.D.  O.D. WIDTH: 8'-0" O.D. 8'-0" O.D.  O.D. BELOW INLET: 79" O.D. 79" O.D.  O.D. LIQUID LEVEL: 72" 72" WEIGHT: 13,200 LBS. INLET AND OUTLET: 3" CAST-A-SEAL BOOT OR EQUAL GASKET 4" CAST-A-SEAL BOOT OR EQUAL GASKET 6" CAST-A-SEAL BOOT OR EQUAL GASKET INLET AND OUTLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 58.85 GAL/IN LOADING DESIGN: 8'-0" UNSATURATED SOIL TANK CAN BE USED AS: NIBBLER COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

ADVANTEX AX 20 900 GPD

W2000/1000—FDL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 6"
MANHOLE: 24" 1.D. PLASTIC RISER
HEIGHT: 71" 0O.D.
LENGTH: 15'-9” O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 58" 0.D.
LIQUID LEVEL: 53"
WEIGHT: BOTTOM 14,735 LBS.
COVER 8,265 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 37.92 GAL/IN (SEPTIC)
18.98 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL
OPTIONAL CONCRETE RISERS AND LIDS

TANK CAN BE USED AS:
ADVANTEX AX 20 900 GPD

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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AutoCAD SHX Text
ADVANTEX AX 20 900 GPD W2000/1000-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 6" 6" MANHOLE: 24" I.D. PLASTIC RISER HEIGHT: 71" O.D. 71" O.D.  O.D. LENGTH: 15'-9" O.D. 15'-9" O.D.  O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. BELOW INLET: 58" O.D. 58" O.D.  O.D. LIQUID LEVEL: 53" 53" WEIGHT: BOTTOM 14,735 LBS.         COVER 8,265 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 37.92 GAL/IN (SEPTIC)  18.98 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL OPTIONAL CONCRETE RISERS AND LIDS TANK CAN BE USED AS: ADVANTEX AX 20 900 GPD COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C—1227 REQUIREMENTS

ADVANTEX AX10 450 GPD OR
ADVANTEX AX20 600 GPD

W3000,/1800
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 5"
COVER: 57
MANHOLE: 24" 1.D. PLASTIC RISER
HEIGHT: 89 1/2” 0.D.
LENGTH: 15'-2 5/8” 0.D.
WIDTH: 8—-4 5/8" 0.D.
BELOW INLET: 78 1/2” 0O.D.
LIQUID LEVEL: 71 1/2"
WEIGHT: 14,350 LBS. PER SECTION

INLET AND OUTLET:
4” CAST—A—SEAL BOOT OR EQUAL GASKET

INLET AND OUTLET BAFFLE AND FILTER:
WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 41.87 GAL/IN (SEPTIC)
25.00 GAL/IN (PUMP)

LOADING DESIGN: 8'—0" UNSATURATED SOIL
TANK: MIX DESIGN #9 (SMALL FIBER)

CUSTOMIZED TANKS:
FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ADVANTEX AX10 450 GPD WLP1000/650-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PLASTIC RISER HEIGHT: 57" O.D. 57" O.D.  O.D. LENGTH: 13'-4" O.D. 13'-4" O.D.  O.D. WIDTH: 6'-0" O.D. 6'-0" O.D.  O.D. BELOW INLET: 46" O.D. 46" O.D.  O.D. LIQUID LEVEL: 41" 41" WEIGHT: BOTTOM 10,000 LBS.         COVER 5,000 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 24.74 GAL/IN (SEPTIC)  15.94 GAL/IN (PUMP) 15.94 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL OPTIONAL CONCRETE RISERS AND LIDS TANK CAN BE USED AS: ADVANTEX AX 10 450 GPD COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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ADVANTEX AX10 OR 20
450 OR 900 GPD

WLP1280,/800—FDL
TANK SPECIFICATIONS

DIMENSIONS:
WALL: 3"
BOTTOM: 3"
COVER: 5"
MANHOLE: 24" 1.D. PLASTIC RISER
HEIGHT: 54 1/2" 0.D.
LENGTH: 14'-7" O.D.
WIDTH: 7'-0" 0.D.
BELOW INLET: 43" 0.D.
LIQUID LEVEL: 38"
WEIGHT: BOTTOM 11,620 LBS.
COVER 6,380 LBS.

INLET AND OUTLET:
4" CAST—A-SEAL BOOT OR EQUAL GASKET

INLET BAFFLE AND FILTER:

WISCONSIN, SEE DETAIL #10
(OTHER STATES SEE CHART)

LIQUID CAPACITY: 33.44 GAL/IN (SEPTIC)
20.60 GAL/IN (PUMP)

LOADING DESIGN: 8—0" UNSATURATED SOIL
OPTIONAL CONCRETE RISERS AND LIDS

TANK CAN BE USED AS:
ADVANTEX AX10 OR 20, 450 OR 900 GPD

COVER: MIX DESIGN #8 (NO FIBER)
TANK: MIX DESIGN #9 (SMALL FIBER)
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ADVANTEX AX10 OR 20 450 OR 900 GPD WLP1280/800-FDL TANK SPECIFICATIONS DIMENSIONS: WALL: 3" 3" BOTTOM: 3" 3" COVER: 5" 5" MANHOLE: 24" I.D. PLASTIC RISER HEIGHT: 54 1/2" O.D. 54 1/2" O.D.  O.D. LENGTH: 14'-7" O.D. 14'-7" O.D.  O.D. WIDTH: 7'-0" O.D. 7'-0" O.D.  O.D. BELOW INLET: 43" O.D. 43" O.D.  O.D. LIQUID LEVEL: 38" 38" WEIGHT: BOTTOM 11,620 LBS.         COVER 6,380 LBS. INLET AND OUTLET: 4" CAST-A-SEAL BOOT OR EQUAL GASKET INLET BAFFLE AND FILTER: WISCONSIN, SEE DETAIL #10 (OTHER STATES SEE CHART) LIQUID CAPACITY: 33.44 GAL/IN (SEPTIC)  20.60 GAL/IN (PUMP) 20.60 GAL/IN (PUMP) LOADING DESIGN: 8'-0" UNSATURATED SOIL OPTIONAL CONCRETE RISERS AND LIDS TANK CAN BE USED AS: ADVANTEX AX10 OR 20, 450 OR 900 GPD COVER: MIX DESIGN #8 (NO FIBER) TANK: MIX DESIGN #9 (SMALL FIBER) CUSTOMIZED TANKS: FOR CUSTOM TANKS CONTACT WIESER CONCRETE
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DETAIL 1
WARNING LABELS, TRADEMARK,
AND CAPACITY DETAILS

WARNING
") GREASE

DO NOT EI*-J;EE TANK WITH- IN TE RC E PTO é

QOUT PROPER EQUIPMENT.
FUMES MAY CAUSE DEATH!

LABELS CAST IN CONCRETE WITH CORNERS BENT DOWN.
WARNING LABELS ACTUAL SIZE 6”7 LONG X 4" HIGH.

TRADEMARK AND CAPACITY CAST INTO TANK ON QUTLET
END OF TANK.

IPRE—POUR:

DATE:

IPOST—POUR:

REV.

SCALE: NTS
DRAWN BY: WCP

FILE: detail 1

WIESER concrere

W3716 US HWY 10, MAIDEN ROCK, W 54750 |DATE: 00,/00/00

800—-325—-8456
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WARNING

DO NOT ENTER TAN
WITHOUT PROPER EQUIPM
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T

22" DA

1/2" (13mm) LETTERS
(RECESSED FLUSH)
(4) 1/2-13 x 1 3/4"
HEX HD SS CAP SCREWS
W./ WASHERS

(2) CLOSED
PICKHOLES
11/2"

_r [38mm]
_*_

1* (25mm) LETTERS
(RECESSED FLUSH)

5/8" (16mm) LETTERS
(RECESSED FLUSH)

[559mm 1.1/2"
r [38mm]
3/4 3/4" f !
[19mm] [19mm
COVER SECTION
26 1/2" DA
[673mm)]
20 1/2" DA___
[520mm] ~ |
1/4” (6mm) DIA 1/2°
/ NEOPREl;lnEmGASKEI' f [13mm]
= 1
1. 4”
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[472mm)]
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[565mm)] !
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FRAME SECTION

1130A2PT HD

00113008

MO/DAY/YR J
ASTM A48 CL35 B

BOTTOM VIEW
OF COVER
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[41mm)]
3/4" DA
L [/19mm]
5/8"
[16mm)]

BOLTHOLE DETAIL
2 1/4"
[57mm]
1 3/8"
_—I * [35mm]¢
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PICKHOLE
DETAIL

DETAIL 2A
NOV 2002

EAST JORDAN
IRON WORKS, INC.
P.0. BOX 439
EAST JORDAN, MI. 489727
1-800—-874—-4100
FAX: 231-536—4458

DRAWN DATE
SMH 11/26/01

APPROVED DATE

SPECIAL LETTERED
WATERTITE
ASSEMBLY

PRODUCT NO.

00149007

CATALOG NO.

1130A2PT
1490Z2PT

REF. PRODUCT DRAWING
00113098
00149022

EST. WT.

COVER: 85 LBS 38kg
FRAME: 75 LBS 34kg
UNIT: 160 LBS 72kg

OPEN AREA
N/A

MAT'L SPEC.
COVER — GRAY IRON
ASTM A48 CL35

FRAME — GRAY IRON
ASTM A48 CL35

LOAD RATING

HEAVY DUTY
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DETAIL 2
MANHOLE RISER COVER WITH
INSPECTION /VENT OPENING DETAIL

INSPECTION /VENT OPENING

]
X
Q
o
T
—
=
—

WARNING LABEL OR

GREASE INTERCEPTOR LABEL

TOP _VIEW

SIDE VIEW




STEEL CHAIN
ZINC PLATED

LOCK DOWN

DETAIL 3
COVER AND RISER DETAIL

TOP VIEW

PADLOCK

/ LIFT HOOKS

28" |

SIDE VIEW

CONCRETE SEALANTS TYP.
OR EQUAL FOR ALL JOINTS.

(SEE DETAIL 14)
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DETAIL 4
WATER TIGHT 8" SERVICE PORT
(CLEAN OUT)

WARNING LABEL OR
GREASE INTERCEPTOR LABEL
APPROXIMATE LOCATION

LIFT HOOKS

WATER TIGHT #8” PORT
CENTERED IN COVER
(SEE BELOW)
TOP VIEW
: BRASS OR PVC PLUG
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&
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DETAIL 5B
MANHOLE RISER,

ACCESS HATCH,
AND JOINT DETAIL

VARIES

S3IFVA

TOP VIEW
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DETAIL 5 )
MANHOLE RISER, COVER, g %
AND JOINT DETAIL i1
& ¢
GREASE INTERCEPTOR
COVERS WILL INCLUDE BOTH .
A GREASE INTERCEPTOR & i
WARNING LABELS =
>
&
ol |o
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EEE
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TOP_VIEW u'—‘%
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| | e
| oW | ; =
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—( / ROUND B
SQUARE o
" CONCRETE SEALANTS TYP. RECTANGULAR E 5
8 OR EQUAL FOR ALL JOINTS
& (SEE DETAIL 14)
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4" PVC COUPLER
CAST IN RISER

28" OUTSIDE DIAMETER

24" INSIDE DIAMETER

TOP VIEW

SIDE VIEW

v

VARIES

DETAIL 6
RISER WITH 2" AND
4” COUPLINGS

2" PVC COUPLER FOR
ELECTRICAL OPENING
CAST IN RISER
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DETAIL 7
INLET & OUTLET DETAIL

SIDE VIEW

END VIEW

GASKET, CAST—A-SEAL BOOT OR EQUAL

INLET AND OUTLET:




8 IIP¥8p 3714

“m:oauhmoa_
|

9G¥8—-G¢¢—008

00/00/00 :3Lvaf 0SL¥S M MO0 NIAIVA ‘OL AMH SN 9LLEM

“m:oauuma_

-3Lva

AEL]

- m.—.m=“=== =mmm—s
WO-L = HL 3OS

8 1Iivi3d
IVANVIA OLLd3S
1vL3d 1311N0
% L3Nl 3719Nn0d

DETAIL 8
DOUBLE INLET & OUTLET DETAIL

TOP VIEW

VARIES ———

SIDE _VIEW

END VIEW

GASKET, CAST—A-SEAL BOOT OR EQUAL

INLET AND OUTLET:
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DETAIL 9A
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MULTIPLE INLET & OUTLET DETAIL

TOP VIEW

VARIES ———

“
A B
A
“ b “ o
d < <
a a 7 Bl
o, s
< ) 4 4 a
< N
Py
~—— VARIES ———

SIDE VIEW

END VIEW

GASKET, CAST—A-SEAL BOOT OR EQUAL

INLET AND OUTLET:




DETAIL 10
WISCONSIN BAFFLE AND FASTENER DETAIL
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SIPHON AND SIZING DETAIL
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DETAIL 14
SEALANT SPECS & INSTALLATION
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DETAIL 15

TANK INSTALLATION INSTRUCTIONS

TANK INSTALLATION INSTRUCTIONS

- SITE CONDITIONS

The site must be accessible to large, heavy trucks. Free of items like trees, overhead wires, and buildings. That could interfere with delivery or
installation and allows trucks to within 3 to 8 feet of placement excavation.

- EXCAVATION

Prior to excavation, identify and locate all buried utilities. Follow OSHA regulations governing excavation work at all times. Excavations should be
sloped to comply with all construction safety requirements. Excavation should be approximately 18" minimum larger than tank size to allow for
adequate back fill. This may vary with soil conditions.

Excavation below the tank center to be 2" lower to prevent undue pressure at center of tank

- BEDDING

Proper use of bedding material is important to bear the weight of tank structure and ensure tank service life. Bedding must be capable of bearing
the weight of the tank. Bedding material shall have the ability of 100% to be able to pass through a 3/4" screen. Bedding thickness shall be 4
"minimum compacted (thickness may vary with existing soil conditions). A good base should ensure that the tank would not be subjected to
adverse settlement. Use a minimum of 4 inches thickness of sand or granular bed overlying a firm and uniform base unless otherwise specified.
Tanks should not bear on large boulders or rock edges.

- TANK PLACEMENT

Installation is contingent on trucks being able to access the site under their own power. Confirm the tank's orientation prior to placement in the
excavation. Ensure that inlet penetrations face correctly. After placement, check that the tank is level. The slope of the sewer line and tank
elevation should meet local plumbing and building codes.

- JOINT SEAL

Joint surfaces to be clean and proper placement of sealant according to manufacturer's recommendations

- WATER TABLE

Tanks being placed where water levels can potentially be higher than the elevation of the tank cover, must be brought to the attention of Wieser
Concrete Products Inc. Additional installation instructions such as ballast and coating may be required

- BACKFILL MATERIAL

Sidewalls of tanks require dry backfill materials that have the ability of 100% to be able to pass through a 2" screen. And have a minimum of 12"
on all sides from bottom to top of tank. Backfill material shall be placed with a backhoe or concrete bucket to avoid impact loads on sidewall of
tank. No compaction of backfill material is permitted on sidewalls of tank. If more than 85% modified Proctor compaction is required, use 3/8" or
3/4" washed gravel for backfill material.

- COVER MATERIAL

Cover material shall be dry soil, sand or gravel material that has the ability of 100% to be able to pass through a 4" screen. Cover materials shall
be mounded over tank and around risers to direct run-off away from both.
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DETAIL 15
LARGE CAPACITY TANK

TANK INSTALLATION INSTRUCTIONS

TANK INSTALLATION INSTRUCTIONS

- SITE CONDITIONS

The site must be accessible to large, heavy trucks. Free of items like trees, overhead wires, and buildings. That could interfere with delivery or
installation and allows trucks to within 3 to 8 feet of placement excavation.

- EXCAVATION

Prior to excavation, identify and locate all buried utilities. Follow OSHA regulations governing excavation work at all times. Excavations should be
sloped to comply with all construction safety requirements. Excavation should be approximately 18" minimum larger than tank size to allow for
adequate back fill. This may vary with soil conditions.

Excavation below the tank center to be 2" lower to prevent undue pressure at center of tank

- BEDDING

Proper use of bedding material is important to bear the weight of tank structure and ensure tank service life. Bedding must be capable of bearing
the weight of the tank. Bedding material shall have the ability of 100% to be able to pass through a 3/4" screen. Bedding thickness shall be 4
"minimum compacted (thickness may vary with existing soil conditions). A good base should ensure that the tank would not be subjected to
adverse settlement. Use a minimum of 4 inches thickness of sand or granular bed overlying a firm and uniform base unless otherwise specified.
Tanks should not bear on large boulders or rock edges.

- TANK PLACEMENT

Installation is contingent on trucks being able to access the site under their own power. Confirm the tank's orientation prior to placement in the
excavation. Ensure that inlet penetrations face correctly. After placement, check that the tank is level. The slope of the sewer line and tank
elevation should meet local plumbing and building codes.

- JOINT SEAL

Joint surfaces to be clean and proper placement of sealant according to manufacturer's recommendations

- WATER TABLE

Tanks being placed where water levels can potentially be higher than the elevation of the tank cover, must be brought to the attention of Wieser
Concrete Products Inc. Additional installation instructions such as ballast and coating may be required

- BACKFILL MATERIAL

Sidewalls of tanks require dry backfill materials that have the ability of 100% to be able to pass through a 2" screen. And have a minimum of 12"
on all sides from bottom to top of tank. Backfill material shall be placed with a backhoe or concrete bucket to avoid impact loads on sidewall of
tank. No compaction of backfill material is permitted on sidewalls of tank. If more than 85% modified Proctor compaction is required, use 3/8" or
3/4" washed gravel for backfill material.

- COVER MATERIAL

Cover material shall be dry soil, sand or gravel material that has the ability of 100% to be able to pass through a 4" screen. Cover materials shall
be mounded over tank and around risers to direct run-off away from both.
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DETAIL 16
6 HOLE DISTRIBUTION BOX

DIMENSIONS:
HEIGHT: 117 0.D.
LENGTH: 154" 0.D.
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GENERAL NOTES DETAIL 17
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POLYLOIC

Filters

PL-525 EFFLUENT FILTER (COMMERCIAL)

Polylok, Inc is pleased to add its
new commercial filter to its existing
line of quality effluent filters.The
PL-525 is rated for over 10,000 GPD
(gallons per day) making it one of
the largest commercial filters in its
class. It has 525 linear feet of 1/16"
filtration slots. Like the Polylok
PL-122, the new Polylok PL-5625 has
an automatic shut off ball installed
with every filter. When the filter is
removed for cleaning, the ball will
float up and temporarily shut off
the system so the effluent won't
leave the tank. No other filter on
the market can make that claim!

PL-525 Maintenance:

The PL-525 Effluent Filter should
operate efficiently for several years
under normal conditions before
requiring cleaning. It is recom-
mended that the filter be cleaned
every time the tank is pumped or
at least every three years. If the
installed filter contains an optional
alarm, the owner will be notified
by an alarm when the filter needs
servicing. Servicing should be
done by a certified septic tank
pumper or installer.

1. Locate the outlet of the
septic tank.

2. Remove tank cover and pump
tank if necessary.

3. Do not use plumbing when
filter is removed.

4. Pull PL-525 out of the housing.

5. Hose off filter over the septic
tank. Make sure all solids fall
back into septic tank.

6. Insert the filter cartridge back
into the housing making sure
the filter is properly aligned and
completely inserted.

7. Replace septic tank cover.

Alarm
accessibility

525 linear feet
of 1/16"
filtration slots

Accepts 4" & 6"

SCHD. 40 Pipe\ E
AN

Certified to

ANSI/NSF46
2002

U.S. Patent No# 6,015,488
5,871,640

Accepts PVC
extension handle

Rated for over

<" 10,000 GPD

Gas deflector

Automatic shut-off
ball when filter
is removed

PL-525 Installation:

Ideal for residential and com-
mercial waste flows up to

10,000 Gallons Per Day (GPD).

4.

5.

. Locate the outlet of the

septic tank.

. Remove the tank cover and

pump tank if necessary.

. Glue the filter housing to the

4" or 6" outlet pipe. If the
filter is not centered under the
access opening use a Polylok
Extend & Lok or piece of pipe
to center filter.

Insert the PL-525 filter into

its housing.

Replace the septic tank cover.



Technical Specifications

PL-525 EFFLUENT FILTER (COMMERCIAL)

6172 BALL CHECK
EXCEPTS 6" SHD 40
FOR INLET EXTENTION a7 1435
OUTLET BUSHING EXCEPTS
4'S0H 408 6" SCH 40 ‘T
1068
3
i
o BV
| s b
= —_Z it Ty
~q Rtk
ap & ©
802
c &
o ©
PLA525 FILTER HOUSING i
PARTNO. - 30142-525
MATERIAL: a) e
HOUSING - POLYPROPYLENE
OUTLET BUSHING -PVC
6.5BALL -HDPE #I

SOCKET EXCEPTS FLOAT SWITCH

EXCEPTS 1" SCH 40
_ FOR HANDLE EXTENTION

530' OF 1 /16" SLOTS

SOCKET EXCEPTS ‘ 804

OPENING

il

BALL PUSHROD

7.09
OPENING

22.44

POLYLOK PL-525 FILTER CARTRIDGE
PARTNO. - 30141-525
MATERIAL - POLYPROPYLENE




Polylok PL-525 Support Stand

Should you feel it necessary to add additional support to the PL-525 filter,

use a six-inch Schedule 40 or SDR 35 pipe to extend from the base of the
filter to the bottom of the tank. The extention pipe needs to be anchored to
the filter housing with one or two #10 X1/2" SS screws.

—— Anchor 1-2 Stainless steel screws
through housing and into pipe.
Use #10 X 1/2"

— 6" Schedule 40 Pipe

Pipe rests on bottom of tank x



4" PIPE HOLE
PER SIDE

ISOMETRIC VIEW

PRECAST CONCRETE
CATCH BASIN

36" x 36" x 48" TALL I.D.

HS20 TRAFFIC LOADING.

APPROX. GALLON CAPACITY 230 GALS.
NEENAH R—2540—-A FRAME & GRATED
LID SUPPLIED BY WIESER CONCRETE
CONFORMS TO STATE OF WISCONSIN
UNIFORM PLUMBING CODE ILHR 82.34
4" INLETS, OUTLETS, AND VENT ARE
SEALED WITH CAST—A-SEAL BOOT OR
EQUAL (ONE 4” PIPE HOLE PER SIDE)

IPRE—POUR:
lposT—rour:

DATE:

REV.

DRAWN BY: WCP
FILE: concrete cb

SCALE: NTS

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00,/00
800—-325—-8456

WIESER concrere

REVIEWED BY
REVIEW DATE

CONCRETE CB
SEPTIC MANUAL

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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SIMPLE SET
FIBERGLASS CATCH BASIN

936”° x 48" TALL

USE A PERFORATED STEEL COVER OR A
STANDARD FRAME & GRATED LID
CONFORMS TO STATE OF WISCONSIN
UNIFORM PLUMBING CODE ILHR 82.34
INLETS AND OUTLETS ARE MADE WITH A
DRILL AND HOLE SAW AND ARE SEALED
WITH PUSH—-IN GROMMETS BY CONTRACTOR.

IPRE—POUR:
IPOST—POUR:

DATE:

REV.

DRAWN BY: WCP
FILE: fiberglass cb

SCALE: NTS

W3716 US HWY 10, MAIDEN ROCK, Wi 54750 JDATE: 00,/00,/00
800—-325—-8456

WIESER concrere

REVIEWED BY
REVIEW DATE

DRAWINGS SUBMITTED
FOR APPROVAL

APPROVED BY:

FIBERGLASS CB
SEPTIC MANUAL

APPROVAL DATE:

PRODUCTS NEEDED BY:

SHEET NO.
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